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EXECUTIVE SUMMARY

INTRODUCTION

This project was performed under the direction of the Atlantic Division Naval Facilities
Engineering Command (NAVFAC, formerly known as LANTDIV). The final report presents the
Preliminary Assessment (PA) completed for twelve areas/buildings and Site Investigation (SI) for
seven of the twelve areas located within the Marine Corps Base (MCB), Camp Lejeune. MCB,
Camp Lejeune is located on the coastal plain of North Carolina in Onslow County and is a
training base for the United States Marine Corps. The work was performed under the
Comprehensive Long-Term Environmental Action Navy (CLEAN) Il Program, Contract Task
Order Number 0190 (CTO - 0190) for LANTDIV.

This PA and initial SI activities follow Comprehensive Environmental Response, Compensation
and Liability Act (CERCLA) guidelines. It focuses on potential risks posed by possible
uncontrolled releases of hazardous substances, pollutants, or contaminants into the environment
that may have occurred at sites or facilities which used or created hazardous materials. The
criteria and priorities are based upon relative risk or danger to public health, welfare, or the
environment, taking into account the population at risk, the types of hazardous substances at such
facilities, the potential for contamination of drinking water supplies, the potential for direct

human contact, and the potential for destruction of sensitive ecosystems.

Discovery and initiation of the PA Sites was performed by the Base, in keeping with their efforts
of a proactive approach to the investigation of environmental contamination. Initially, 20 sites
were discovered through the “Plants Account Facilities Inventory Listing of Buildings and
Structures, June 30 1990, MCB, Camp Lejeune, North Carolina” based on their listed
identifications of operations. These 20 sites were listed as six laundry/dry cleaning facilities, an
eight-vehicle maintenance shop, five automotive hobby shops, and one furniture repair shop. The
buildings were chosen because other buildings where similar operations occurred were previously
investigated and found to have resulted in releases of contamination into the environment. After
preliminary investigation into the 20 sites, sufficient information was gathered to preliminarily
remove eight sites from further investigation through the PA process as describe in the letter from
the Environmental Management Division (EMD) of Camp Lejeune to the United States
Environmental Protection Agency (USEPA) and the North Carolina Department of Environment
and Natural Resources (NC DENR) (Appendix D). The eight Sites are buildings HP438, HP1500,
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HP1502, AS118, BB16, BB71, M602, and TT2467. Once approval was granted from the
USEPA and NC DENR to remove the eight sites, the PA proceeded to investigate the remaining

twelve sites of concern.

The purpose of the PA process is to identify areas (or sites) which may have used, stored or
handled potentially hazardous materials, and to determine the potential risk to human health and
the environment from previous site activities. Sites that require additional investigation at the

conclusion of the PA will be recommended for further activities including a SI.

SITE DESCRIPTION, OPERATIONAL HISTORY AND WASTE CHARACTERISTICS

The following PA Sites were researched within this report by performing an Environmental
Literature Review (Dolph, October 2001), field reconnaissance, Underground Storage Tank
(UST) Section of Camp Lejeune information search, and Installation Restoration (IR) program

information search:

Hadnot Point
HP902, HP908, HP1120, HP1124, HP1409, HP1512;

Air Station
TC830, SAS113, AS116, AS119; and,

Montford Point
M119 and SM173.

The site description, operational history, waste characteristics and estimated waste quantity were
described for each site of concern. Waste characteristic descriptions are mainly based on the
findings of the historical reviews, and the knowledge of typical wastes generated by the processes
that took place in the buildings, keeping in mind that what are now typical waste handling
procedures and regulations were not developed when the Base generated most of the waste
materials. Based on descriptions of documented operations at the Base, the typical hazardous
wastes generated may have included; vehicle repair related wastes including waste oils, solvents
such as carbon tetrachloride, trichloroethene (TCE), mineral spirits, toluene, and acetone for

cleaning; solvents and metals, including lead, chromium, cadmium, and arsenic used in paint-
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spraying; and other substances, such as gun preservation materials. Other sources of potential

concern include petroleum products housed in storage tanks above and below ground.

PATHWAY AND ENVIRONMENTAL HAZARD ASSESSMENT

The sites included within this report were evaluated for potential migration and exposure
pathways with regard to possible receptors. Specifically, each site was evaluated for:
groundwater migration pathways, surface water migration pathways, soil exposure pathways, and

air migration pathways.

SUMMARY OF FINDINGS

Of the twelve sites investigated, five sites were determined to be included in ongoing
investigations which are being conducted in and around their immediate vicinity under various
remedial investigation programs. The seven remaining sites had no known remedial
investigations performed and presented insufficient evidence for concluding that they present no

potential environmental and/or human risk.

CONCLUSIONS AND RECOMMENDATIONS

Based on the findings of the Preliminary Assessment, the following seven sites are recommended

for additional investigation:

HPIA Sites:
Building HP1120
Building HP1409
Building HP1512

Air Station Sites:
Building SAS113
Building AS116
Building AS119

Monford Point Site:
Building M119
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The five following sites are recommended for no additional action:

HPIA Sites:
Building HP902
Building HP908
Building HP1124
Air Station Site:
Building TC830
Montford Point Site:
Building SM173

PA SITES FIELD INVESTIGATION

Based on the conclusions and recommendations of this PA Report, it was decided by the Camp
Lejeune Partnering Team in April 2002 to further investigate the HPIA PA Sites (Buildings
HP1120, HP1409, and HP1512) during a field investigation at Site 78 that was performed in June
2002. Likewise, the Partnering Team decided at the April 2004 meeting to further investigate the
Air Station and Montford Point PA Sites (SAS113, AS116, AS119, M119, and M315). Building
M315 was added as a site to be investigated since it was thought that the facility operated as a dry
cleaner. No records were found to indicate dry cleaner operations; however, the building was
used as a laundry pick-up facility until around the 1980s. It was also decided to document the
findings of the PA Sites investigation within this PA/SI Report. The objectives of the Partnering
Team were followed throughout the investigation, including locations for sampling and

laboratory analytical parameters.

The PA Sites field investigation activities consisted of a soil and groundwater investigation. The
focus of the investigation was in the soil and groundwater immediately adjacent to Buildings
1120, 1409 and 1512 within the HPIA; Buildings SAS113, AS116, and AS119 within the Air
Station; and Buildings M119 and M315 within Montford Point. Field activities were conducted
over two field events. The HPIA field event took place from July 1 to 2, 2002, while the Air
Station and Montford Point field activities took place June 7 to 11, 2004.

Surface and subsurface soil analytical data was screened using the North Carolina soil-to-
groundwater concentrations (Section 6.3.4) to assess which contaminants require further

consideration. Inorganic compounds are further screened using base background data. Inorganic
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compound concentrations exceeding both North Carolina soil-to-groundwater concentrations and
base background would require further consideration. For the Air Station and Montford Point PA
Sites, two background comparison tests were run for the inorganic surface soil data. In cases
where both tests indicated that a compound exceeded background data, the compound was

identified for further consideration.

Groundwater organic analytical data is screened using the NCWQS and USEPA Region 1V
MCLs for positive detections of VOCs in groundwater. Groundwater inorganic analytical data is
screened using the NCWQS and base background groundwater data. Groundwater inorganic
compound concentrations exceeding both NCWQS and base background would require further

consideration.

In summary and as determined during the October 2002 Partnering Meeting, Buildings 1120,
1409 and 1512 require no further investigation. There is no evidence from the data to suggests
that these areas have been impacted from past site operations. Buildings SAS113, AS116, AS119,
M119, and M315 require additional groundwater investigation for inorganics. It is recommended
to install one monitoring well in the location of the highest screening results and to sample using

low-flow methods at each site. Buildings AS119 and M315 require further investigation of soil.
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1.0 INTRODUCTION

This Preliminary Assessment (PA)/Site Investigation (SI) Report of twelve sites of concern at
Marine Corps Base (MCB) Camp Lejeune, North Carolina was prepared under direction of the
Atlantic Division Naval Facilities Engineering Command (LANTDIV). The work is being
performed under the Comprehensive Long-Term Environmental Action Navy (CLEAN) II
Program, Contract Task Order Number 0190 (CTO - 0190) for LANTDIV.

MCB, Camp Lejeune was placed on the Comprehensive Environmental Response,
Compensation, and Liability Act of 1980 (CERCLA) National Priorities List (NPL) effective
November 4, 1989 (54 Federal Register 41015, October 4, 1989). Subsequent to this listing, the
United States Environmental Protection Agency (USEPA) Region IV; the North Carolina
Department of Environment and Natural Resources (NC DENR); the Department of the Navy
(DoN); and the Marine Corps entered into a Federal Facilities Agreement (FFA) on March 1,
1991 (effective date) for MCB, Camp Lejeune. The primary purpose of the FFA was to ensure
that environmental impacts associated with past and present activities at the Base were
thoroughly investigated, and that appropriate CERCLA response and Resource Conservation and
Recovery Act (RCRA) corrective action alternatives were developed and implemented as
necessary to protect the public health and welfare, and the environment (MCB, Camp Lejeune
FFA, 1989).

1.1 MCB, Camp Lejeune Location and History

This section summarizes information concerning the general location and history of MCB, Camp
Lejeune. More detailed information is provided in future sections of this report as appropriate.

The tables and Figures for Section 1.0 are presented at the end of the section.

Located in Onslow County, North Carolina, MCB, Camp Lejeune is a training base for the United
States Marine Corps (USMC). The facility is bisected by the New River and encompasses
approximately 236 square miles, of which approximately 40 square miles is water (New River
and its tributaries). The New River flows in a southeasterly direction and forms a large estuary
before entering the Atlantic Ocean. The southeastern border of MCB, Camp Lejeune is the
Atlantic Ocean shoreline. The western and northeastern boundaries of the facility are U.S. Route
17 and State Route 24, respectively. The City of Jacksonville borders the facility to the North.

Figure 1-1 provides a map of the Base.



Construction of MCB, Camp Lejeune began in April 1941 at the Hadnot Point Industrial Area
(HPIA), where major functions of the Base are centered today. The facility was designed to be
the “World’s Most Complete Amphibious Training Base”. The MCB, Camp Lejeune complex
consists of six geographical and operational locations under the jurisdiction of the Base
Command. These areas include Camp Geiger, Montford Point (which includes Camp Johnson),
Courthouse Bay, Mainside, the Rifle Range Area, and the Greater Sandy Run Area. Marine
Corps Air Station (MCAS) New River is operationally under the control of MCAS Cherry Point.
However, MCB, Camp Lejeune is responsible for the facilities and environmental management of
MCAS New River.

The MCAS New River, which is a tenant organization, encompasses 2,772 acres and is located in
the northwestern section of the complex and lies approximately five miles south of Jacksonville.
The MCAS includes air support activities, troop housing and personnel support facilities, all of

which immediately surround the aircraft operations and maintenance areas.

1.2 Purpose of the Preliminary Assessment and Site Investigation

The purpose of the PA process is to identify areas (or sites) which may have used, stored or
handled potentially hazardous materials, and to determine the potential risk to human health and
the environment from previous site activities. Sites that require additional investigation at the
conclusion of the PA would generally be recommended for further activities including a Site
Investigation (SI). The CERCLA defined PA and Sl processes are illustrated in Appendix A
(DoN, 2001).

The purpose of the PA Report is to present information and data obtained during the PA
Environmental Literature Review (Dolph, October 2001), and the field reconnaissance
(Appendix 1). Based on these findings, information from previous investigations at the sites, and
qualitative evaluations of the migration of contamination, recommendations are presented
regarding the need, if any, for future activities at the site. The following documentation types
were sought and reviewed when preparing the Environmental Literature Review (Dolph, October
2001):

° Station (Activity) maps

. Building and structure plans



° Property record cards

. Contracts

° Environmental reports

° Annual command chronologies

. Oil and hazardous materials spills contingency plans

. Photographs

° Master shore stations development plans

. World War Il administrative histories

. Command chronologies

° General activity histories

. Above Ground Storage Tank/Underground Storage Tank (AST/UST) documentation

Research for the Environmental Literature Review (Dolph, October 2001) was also performed at

the following repositories:

. Naval Archives I, Pennsylvania Avenue, Washington, D.C.

. National Archives 11, Adelphi Road, College Park, MD

° Operational Archives, Naval Historical Center, Washington Navy Yard, Washington,
D.C.

. Washington National Records Center, 4205 Suitland Road, Suitland, MD

. Aviation History, Naval Historical Center, Washington Navy Yard, Washington, D.C.

° Navy Library, Naval Historical Center, Washington Navy Yard, Washington, D.C.

. Photographic Section, Naval Historical Center, Washington Navy Yard, Washington,
D.C.

. USMC Research Center, USMC University, Marine Corps Base, Quantico, VA

. Archives, USMC Historical Center, Washington Navy Yard, Washington, D.C.

° Library, USMC Historical Center, Washington Navy Yard, Washington, D.C.

o Naval Facilities Engineering Command, Service Center & Seabee Museum (Old
NAVFAC Archives), Port Hueneme, CA

. MCB, Camp Lejeune, Jacksonville, NC

- Environmental & Safety Office

- Resident Officer in Charge of Construction
- Library

- Public Works



Fuels Department
- Public Affairs Office
- Photographic Laboratory
- Cultural Resource Office
. MCAS, New River, Jacksonville, NC
- Environmental & Safety Office
- Resident Officer in Charge of Construction
- Library
- Public Works
- Fuels Department
- Public Affairs Office
- Photographic Laboratory

These sources of information were used to evaluate the past and current sites conditions. In
addition to the above sources of information, Installation Restoration (IR) program reports were
referenced as appropriate for areas of the Base previously studied under the IR program. The
UST Section of Camp Lejeune was also contacted to obtain information on any UST Sites in the
areas of the PA Sites being investigated. Areas that are being studied under UST Program were
excluded from this report, due to the CERCLA exclusion of sites that potentially contain crude
oil, fractions of crude oil, or refined crude oil products. Appendix C provides information from
UST Program areas that are nearby the PA Sites. The locations of all PA Sites were also visited

to evaluate the present site conditions.

The following documents were used to conduct and guide the PA process of identifying sites of

concern:

° “Guidance for Performing Preliminary Assessments under CERCLA”, EPA/540/G-
91/013, September 1991; and

. “Navy/Marine Corps IR Manual”, March 2000.

Following the guidance of the above documents, all data was compiled and qualitatively reviewed
by assessing hazardous substance exposure routes called pathways. Three pathways refer to
migration (groundwater, surface water, and air) and one pathway pertains to exposure(soil

exposure). Each pathway represents a means by which hazardous substances may impact human



health and/or the environment. Each of these pathways qualitatively reviewed the following three

categories:

. Likelihood of Release - The relative likelihood of a hazardous substance migrating from
the site through the specific pathway medium (soil, groundwater, surface water and air).

. Targets - The presence of people, physical resources (drinking water wells or surface
water intakes), and environmental resources (sensitive environments, fisheries) that might
be threatened by release of a hazardous substance from the site.

° Waste Characteristics - An estimation of the type and quantity of hazardous wastes at the

site.

These were qualitatively evaluated during the PA process by applying “professional judgment”
and providing explanations for the appropriate hypothesis throughout the report. Critical PA
professional judgments take the form of hypotheses that (1) a release of a hazardous substance is
or is not suspected to have occurred; and (2) specific targets are or are not suspected to have a

relatively high likelihood of exposure to released substances (USEPA, September 1991).

1.3 History of the PA Sites

Discovery and initiation of the PA Sites was performed by the Base, in keeping with their efforts
of a proactive approach to the investigation of environmental contamination. MCB Camp
Lejeune is on the NPL, and with the signing of the FFA that specifies requirements for the
remediation of IR sites, the Base had identified 20 additional sites of potential concern. The 20
sites discovered are listed in the “Plants Account Facilities Inventory Listing of Buildings and
Structures, June 30 1990, MCB, Camp Lejeune, North Carolina” as six laundry/dry cleaning
facilities, an eight-vehicle maintenance shop, five automotive hobby shops, and one furniture
repair shop. The reason these 20 facilities were chosen for PA investigation was based on other
buildings where similar operations occurred were previously investigated and found to have
resulted in releases of contamination into the environment. The PA process would discover any
potential historical contamination and investigate it properly through the CERCLA process of

discovery and investigation as illustrated in Appendix A.

The first step through the PA process was to conduct an Environmental Literature Review that
would provide historical information for the 20 sites of potential concern, as prepared by the

Navy Historian (Dolph, October 2001). The Environmental Literature Review Report along with
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additional information gathered from the UST Section at Camp Lejeune and IR Site information
provided sufficient detail to preliminary remove eight sites that would not require further
investigation throughout the PA process. The eight Sites are Buildings HP438, HP1500, HP1502,
AS118, BB16, BB71, M602, and TT2467 as illustrated on Figure 1-1. [The “HP” prefix
designates those buildings that are located within the Hadnot Point area to prevent confusion with
other buildings reviewed on the Base; the building number used by the Base does not include the
“HP” prefix. The “HP” prefix is used throughout this report to help identify the area and building
under review.] The rational for the removal of these eight sites are presented in Table 1-1. To
remove the eight sites from further investigation, the Environmental Management Division
(EMD) of Camp Lejeune prepared a letter in January 2002 to the USEPA stating the reasons for
removal. A copy of this letter is included in Appendix D. Once the USEPA and the NC DENR
granted approval to remove the eight sites, the PA proceeded to investigate the remaining twelve

sites of concern.

The next step in the PA process is a field reconnaissance to visually assess the current
environmental status of the sites. The EMD of Camp Lejeune would provide the necessary field
reconnaissance for compilation into the PA Report. Baker provided EMD with PA Field
Inspection Checklists for the field reconnaissance to verify all conditions at the sites, with
existing information answered. The checklists were used as directed by the “Guidance for
Performing Preliminary Assessments Under CERCLA” (USEPA, September 1991). The
completed PA Field Inspection Checklists are provided in Appendix 1.

The final step in the PA process is compiling and assessing all information gathered about the
sites throughout the preparation of the PA Report. The PA Report will determine if additional

investigations are warranted through the SI process (Appendix A).

1.4 Previous Investigations

Presented below are summaries of previous investigations performed at the Base. Investigative
activities at the Base began in 1983 with an Initial Assessment Study (IAS) conducted by Water
and Air Research (WAR, April 1983). Sites requiring further investigation were advanced to
additional studies and characterization, and were presented in the Site Summary Report (ESE,
1990). Currently, the fiscal year 2002 Site Management Plan (SMP) for MCB, Camp Lejeune, a
primary document referenced in the FFA, identifies 42 sites that require Remedial

Investigation/Feasibility Study (RI/FS) activities. These 42 sites have been divided into 21
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Operable Units (OUs). Operable units are formed as an incremental step toward addressing
individual site concerns and to simplify the specific problems associated with a site or group of

sites.

The UST Section of the Base has also been involved with all areas where UST contamination is

present as noted below for each area of the Base.

1.4.1 Hadnot Point Industrial Area

The HPIA consists of IR Sites 21, 24, 78, and 94 and collectively compromise OUs 1 and 18.
Numerous investigations have been performed at these OUs since the IAS, and are currently
being performed under the IR and UST programs. The HPIA PA Sites that are being investigated
for this report are within OU No. 1. The PA Sites are associated with the following buildings as
illustrated on Figure 1-1: HP902, HP908, HP1120, HP1124, HP1409 and HP1512. These
buildings have not been investigated under the following studies, however, previous
investigations at Site 78 surrounding the PA Sites will provide valuable information for this PA
Report. The following sections describe the previous investigations at Site 78 and its” present

environmental status.

A two-part Confirmation Study was conducted by Environmental Science and Engineering, Inc.
(ESE) from 1984 through 1986 (ESE, September 1990). The purpose of the Confirmation Study
was to investigate potential contaminant source areas identified in the IAS Report. Site 78 was
evaluated and consequently was determined to warrant further investigation. Supplemental
Characterization Steps were performed by ESE from 1990 through 1991, and in 1991 a
Characterization Study (CS) / RI was performed for the shallow soils and the Castle Hayne (deep)
aquifer. A Final Interim Remedial Action (IRA) Record of Decision (ROD) was prepared for the
surficial aquifer in 1992 by Baker Environmental, Inc. (Baker). A RI/FS was prepared by Baker
from 1993 through 1994. The Final ROD for OU No. 1 was prepared by Baker in 1994 and
stipulated remedial objectives for Site 78 including a pump and treat system and a Long Term
Monitoring (LTM) program for groundwater. Pump and treat operations (North Plant only) and
LTM have been ongoing at this site and continue today. Preliminary Natural Attenuation (NA)
studies have been completed and Treatability Studies (TS) are planned for the groundwater at Site
78 in 2002 and 2003. The Northern Pump and Treat System is in operation near PA Site HP902.



There are a number of Site Waste Management Units (SWMUSs) being investigated within OU
No. 1 under the RCRA program, two of which (SWMUs 292 and 293) are in close proximity to
PA Site HP1124 as illustrated on Figure 1-1.

There are also a number of UST Sites that are being investigated within the HPIA that are in close
proximity to PA Sites HP902, HP1409 and HP1512 as presented in Appendix C.

1.4.2  Air Station

Numerous investigations have been performed on the air station portion of the Base, including
Camp Geiger. The air station and Camp Geiger areas of the Base have been studied under the IR
program including IR Sites 35, 36, 43, 44, 48, 54, 75, 76, 86, 87, 89 and 93. The PA Sites located
on the air station portion of the Base consist of the following buildings/areas as illustrated on
Figure 1-1: TC830, SAS113, AS116 and AS119. These buildings have not been investigated
under the IR program, however, there are IR Sites in close proximity to the PA Sites including IR
Sites 75, 76, 86, 89 and 93.

There are a number of SWMUs that are being investigated at the air station, one of which
(SWMU 299) is in close proximity to PA Site AS116 as presented on Figure 1-1.

There are also a number of UST Sites that are being investigated at the air station, that are in
close proximity to PA Sites SAS113, AS116, and AS119 as presented in Appendix C.

1.4.3 Montford Point

Investigations have been performed on the Montford Point area of the Base, including IR Sites 7,
16, and 85. The PA Sites located on the Montford Point area of the Base consist of the following
buildings/areas as illustrated on Figure 1-1: M119 and SM173. These buildings have not been
investigated under the IR program, however, SWMU 314 may be located in the same area as
SM173. There is also one UST site that is located at Building M-90 in this area of Montford

Point.

15 Report Organization

This PA/SI Report is divided into six sections, including:
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. Section 1.0 - Introduction

. Section 2.0 - Site Description, Operational History and Waste Characteristics
° Section 3.0 - Pathway and Environmental Hazard Assessment

° Section 4.0 - Summary of Findings

o Section 5.0 - Conclusions and Recommendations

° Section 6.0 — PA Sites Field Investigation

o Section 7.0 — References

Tables and figures are located after the text portion of the above sections. Supporting information
is contained within the appendices referenced throughout the document, which include

Appendices A through L. All of these appendices are included in VVolume |1 of the PA report.
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TABLE1-1
PRELIMINARY INVESTIGATION
SITES REMOVED FROM FURTHER INVESTIGATION, 20 SITES LIST
PRELIMINARY ASSESSMENT SITES, CTO - 190
MCB CAMP LEJEUNE, NORTH CAROLINA

Site Rational for Removal

HP438 Noted as a "Dry Cleaning Plant" but only laundry operations were performed here, not dry cleaning operations.
Also, no known hazardous substances were used or stored here.

HP1502 This building is already being studied under the UST and SWMU Programs.

M602 Noted as a "laundry" no dry cleaning operations were performed here. Also, no known hazardous substances
were used or stored here.
Noted as a "Clean & Press Shop and Laundromat” but only laundry operations were performed here, not dry

BB16 . .
cleaning operations. Also, no known hazardous substances were used or stored here.

BB71 This building is already being studied under the UST Program.

TT2467 This building is already being studied under the UST Program.

AS118 This building is already being studied under the UST and SWMU Programs.
Noted as a "laundry” no dry cleaning operations were performed here. Also, no known hazardous substances
were used or stored here. There are two wells that border the building (78-GW07 and 78-GWO08 which are

HP1500 included in the regular monitoring program), and both wells have had consistent non-detections. Data is in the
LTM Reports for Site 78 (Baker, 1997-2001).

Notes:

(1) Criteria for removing a site from the original list of the 20 Sites included the following informational sources:

™

-

@

Dolph, E. Jim. October 25, 2001. Twenty Potential Sites Environmental Literature Search,
MCB, Camp Lejeune, North Carolina. Prepared for the Department of the Navy, Naval
Facilities Engineering Command - Atlantic Division, Norfolk, Virginia.

Baker 2001. Site Waste Management Unit Investigations, MCB, Camp Lejeune, North
Carolina. Prepared for the Department of the Navy, Naval Fac111tles Engineering Command -
Atlantic Division, Norfolk, Virginia.

Lowder, Bob. 2001. Underground Storage Tank Program Status, Twenty New Sites of
Potential Concern CTO-190, MCB, Camp Lejeune, North Carolina.

Baker 1997-2001. Long Term Monitoring Report, OU No. 1 (Site 78), MCB, Camp I ejeune, North
Carolina. Prepared for the Department of the Navy, Naval Facilities Engineering Command -
Atlantic Division, Norfolk, Virginia.

According to the 1982 Draft and 1983 Final Initial Assessment Studies, there were numerous
laundry distribution centers throughout Camp Lejeune, however, all dry cleaning operations
were performed in Builiding 25. This was verified by reviewing the 1976 Naval Environmental
Protection Support Service Air Emission Master File Summary. (Dolph, E. Jim, October 2001)
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2.0 SITE DESCRIPTION, OPERATIONAL HISTORY AND WASTE
CHARACTERISTICS

The following sections include information obtained through the Environmental Literature
Review (Dolph, October 2001), field reconnaissance, and other sources of information as
referenced throughout. The tables and figures for Section 2.0 are presented at the end of the

section.

2.1 Sites of Concern

The following sections describe the specific sites of concern which are presented by areas on the
Base (i.e. Hadnot Point, Air Station, Montford Point). The areas of concern are discussed below
and are viewed as separate sites within Camp Lejeune. Appendix B contains photographic
documentation of the areas of concern and Appendix C contains information on non-CERCLA
areas including USTs. Historical drawings of the facilities that document operations at the sites
are included in Appendix E. For additional historical drawings refer to the Environmental
Literature Review (Dolph, October 2001). Appendix F details previous investigations that were
performed on or near the PA Sites and information including findings from previous reports,
monitoring well construction details, and analytical data. Appendix H provides information on
SWMU investigations that were performed on or near the PA Sites. Appendices are referenced

throughout the report as appropriate.

The site description, operational history, waste characteristics, and estimated waste quantities are
described for each site of concern. Waste characteristic descriptions are mainly based on
knowledge of typical wastes generated by the processes that took place in the buildings, keeping
in mind that what are now typical waste handling procedures and regulations were not developed
when the Base generated most of the waste materials through manufacturing processes. Based on
descriptions of documented operations at the Base, the typical hazardous wastes generated may
have included; vehicle repair related wastes including waste oils, solvents such as carbon
tetrachloride, trichloroethene (TCE), mineral spirits, toluene, and acetone for cleaning; solvents
and metals, including lead, chromium, cadmium, and arsenic used in paint-spraying; and other
substances, such as gun preservation materials. Other sources of potential concern include

petroleum products housed in storage tanks above and below ground.
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Waste quantities were estimated for each site considering a worse case scenario. Because the
amount of waste materials that potentially could have migrated into the environment could not be
determined, the foundation or footprint of a building or a selected perimeter area was determined

for use in qualitatively assessing the areas.

2.2 Hadnot Point Industrial Area Sites

As mentioned previously OU No. 1, Site 78, has been studied extensively through the IR and
UST programs. Currently, there is a pump and treat system operating in the northern portion of
Site 78 and an LTM program in place for the entire OU as stipulated in the Final ROD for OU
No. 1 (Baker, September 1994). The PA Sites within Site 78 are associated with buildings
HP902, HP908, HP1120, HP1124, HP1409 and HP1512 as illustrated on Figure 2-1.

The HPIA which houses the industrial area of the mainside portion of MCB Camp Lejeune, is
located between Sneads Ferry Road, Holcomb Boulevard, Duncan Street, and Main Service
Road. The site covers an area of approximately 590 acres, the majority of which is paved.
However, there are many lawn areas associated with individual buildings within the sites, and

there are several acres of woods in the southern portion of the site.

The land within Site 78 is relatively flat. The installation of drainage ditches, storm sewers, and
extensive paving typically have altered natural drainage. Surface runoff not intercepted by a
manmade structure from the southern portions of the site may drain to Codgels Creek (Baker,
June 1994). Surface runoff from some areas in the northwestern portions of the site may drain to
the Beaver Dam via storm water sewers (Baker, June 1994). Previous investigations show

groundwater to generally flow from east to west across Site 78.

The HPIA, constructed in the late 1930s, was the first facility at MCB Camp Lejeune. The area is
comprised of maintenance shops, warehouses, painting shops, auto body shops, and other similar
facilities. Due to the industrial nature of the area, many spills and leaks have occurred over the
years. Most of these spills and leaks have consisted of petroleum-related products and solvents
from USTs, drums, and uncontained waste storage areas. Provided on Figure 2-2 are locations of
possible source areas within OU No. 1, based on past operations at buildings, locations of USTs
and ASTs, and wash rack areas. Presently, there are no known uncontrolled waste disposal

activities related to the site.
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Historical aerial photographs from 1956, 1964, 1984, and 1996 are illustrated on Figures 2-3, 2-4,
2-5, and 2-6, respectively. An analysis of aerial photography was performed for Site 78 by the
Environmental Photographic Interpretation Center (EPIC) (EPIC, 1992). The study covered the
period between 1938 and 1990. The analysis included a review of historical aerial photographs
and stereoscopic viewing. Stereoscopic viewing creates a perceived three-dimensional effect
which, when combined with viewing at various magnifications, enables the analyst to identify
spectral or tonal signatures associated with different features and environmental conditions on the
ground. The study concluded that possible staining dating back to 1944 was evident near
numerous equipment maintenance/wash racks throughout the site at motor pools and maintenance
areas. From the 1949 aerial, liquid and/or stains were visible emanating from buildings. The
following sections describing the characteristics that were recognized at the HPIA PA Sites as
shown by handwritten notes and drawings on the aerial photographs in the EPIC Report for the
HPIA. Drawings from the EPIC Report are included in the Site 78 RI as Appendix A (Baker,
June 1994).

. 1949
Drawings from EPIC for 1949 in the area of Building HP1512 are noted as having
staining and an equipment maintenance/wash rack. Directly south of Buildings HP1120
and HP1124 there is liquid discharged noted near Buildings HP1107 and HP1106.

. 1956
Drawings from EPIC for 1956 in the area of Building HP1512 again note staining and an

equipment maintenance/wash rack.

. 1964
Drawings from EPIC for 1964 do not indicate any notes by Building HP1512 during this
period. Equipment maintenance/wash racks, and staining are noted west of
Building HP902.

° 1984
Drawings from EPIC for 1984 show liquid staining directly south of Building HP1409 in
the center of the block between Building HP1401 and HP1410. Liquid discharge is also
noted at Building HP1124 during this period. Equipment maintenance/wash racks and

staining are again noted west of Building HP902.



Currently, there are land use restrictions in place for groundwater and soils within OU No. 1.
Except for monitoring purposes, use of groundwater within 1,000 feet of OU No.1 is prohibited
(i.e., installation of new water supply wells), as stipulated in the Land Use Control
Implementation Plan (LUCIP) for OU No. 1 (Baker, June 2001). Therefore, potential

groundwater use will not be evaluated for the HPIA PA Sites.

2.2.1 Building HP902

2.2.1.1 Site Description

Building HP902 is located in the northern most portion of Site 78, bordering Sneads Ferry Road
as shown on Figures 1-1 and 2-1. It is a one-story brick building (Appendix B, Photos 1
through 7) with dimensions of 360 ft x 180 ft. Adjacent areas consist of paved and unpaved

roads, parking lots, storage areas for heavy equipment, dumpsters and drums, and other buildings.

Monitoring Wells

South of Building HP902 are a number of monitoring wells and a network of recovery wells
associated with the Northern Treatment Plant as shown on Figure 2-1. Four monitoring wells are
located between Buildings HP902 and HP903 as follows: IR78-GW24-1, IR78-GW24-2, IR78-
GW24-3, and IR78-GW44. Recovery well IR78-RW11 is located on the south side of
Building HP902.

Aboveground and Underground Storage Tanks

There is one former UST site located south of Building HP902 at Building HP903, with
associated monitoring wells (Appendix C, HPIA).

One UST suspected in the area of Building HP902 was found during the Environmental
Literature Search; however, no records could be located (Dolph, October 2001) regarding its
specific usage. A UST has already been investigated during the CS and supplemental reports for

this area, and was determined to have contained TCE and was associated with Building HP903.



An AST and drums were identified inside a fenced storage area during the site visit, as shown in
Appendix B, Photo 1. The capacity of the AST is approximately 250 gallons and contains used
oil. The drums are approximately 55 gallons each and contain used oil. Other storage containers
that were identified include containers of a capacity of 17.55 gallons, containing oil, and were
described as being in excellent condition. No evidence of release was identified for any of the

storage containers.

2.2.1.2 Operational History

The following sections describe the past and present use at Building HP902, and are also

summarized in Table 2-1.

Building HP902 is one of four Ordnance Warehouses constructed in 1948 (blueprints of the
building layout are presented in Appendix E, Figure HP902-1). Plans indicate that a Small Arms
Shop, including parkerizing facilities had been installed in the building by the early 1950s.
Parkerizing is the process by which guns are coated for protection. In addition to parkerizing,

blueprints indicate that a bluing tank was also located in the shop.

The Steel Foundries Society of America (SFSA) define parkerizing as a proprietary method of
producing a protective phosphate coating on ferrous metals. Parker A treatment involves
immersing in a bath of acid manganese phosphate. The Parker D is a modification using acid
zinc phosphate with a nitrate ion as an accelerator. Bluing is the formation of a thin film of oxide

on polished steel to improve its appearance and protect its surface.

The procedures involved to refinish a firearm were provided by a gun refinishing service as
follows (Hot Flash, March 2002) :

“The process of refinishing a firearm by bluing and parkerizing usually begins by
disassembling the firearm and cleaning the parts to remove any rust, if necessary.
The parts are then sanded to remove any pitting and the metal is polished to any
type of finish desired. After the parts are chemically cleaned and rinsed, they are
usually placed in a hot bluing tank at 290° to 310° F or into a parkerizing tank at
200° F to apply the finish. When the finish has taken to the metal, the parts are
removed, rinsed in water, and then put into a neutralizer tank to remove any

traces of the bluing salts. The parts are then transferred to a rinse water tank to
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remove the neutralizer prior to being placed in a water displacing oil, which
displaces any molecules of water left on the metal. Finally, the firearm is

reassembled, checked for function and a curing oil is applied.”

This process of gun refinishing was most likely performed at Building HP902, where a monorail

was constructed to move the weapon parts from one area of the process to another.

It is important to understand the general process of gun refinishing that took place at this building
and the chemicals that were potentially used. As outlined on historical blueprints of the building
from 1950 (Appendix F, Figures HP902-2 through HP902-3), drainage sumps are noted on the
drawings for capturing waste from the parkerizing tanks on the south end of the building, closest
to neighboring Building HP903. These drainage sumps may have emptied to a tank or, most
likely, to waste water lines that lead southwest through Site 78. There is the possibility that these
lines were/are broken or cracked, resulting in potential contamination throughout the area of
Building HP902. The waste water lines and the storm sewer lines generally run southeast across
the area of the HPIA. The 1948 and 1950 blueprints (Appendix E, Figures HP902-1 through
HP902-3) of the floor layout indicate that the following equipment was used in this building:

Small Gun Shop - Parkerizing Facilities

° Paint Spray Booth

. Parkerizing Unit & Five Tanks
. Penetrate Process Tanks

o Drain Tanks

. Vapor Degreaser

. Solvent Drum & Pump

o Sandblast Cleaner

. Air Compressor

o Lead Lined Acid Tank 6” x 3’ x 3’
o Water Tank 6° x 3’ x 3’

. Monorail



Small Gun Shop

° Bluing Tank
. Riveter

o Grinder

o Lathes

. Skill Saw

By the 1960s a portion of the building was utilized for equipment maintenance. A 1965 plan of
the building (Appendix E, Figure HP902-4) indicated that the floor layout included the following

areas:
. Storage Areas

. Small Engine Repair

° Welding and Machine Shop Area
. Battery Shop

. Tool Room

o Offices

. Diesel Generator Repair Area

In the mid-1980s an armory was installed in the building. According to a 1986 Environmental
Survey conducted by ESE, organics were used to clean the weapons. A blueprint (Appendix E,

Figure HP902-5) detailing the armory addition areas depicts:

. Armory Storage
. Warehouse Storage
. Offices

A 1996 historical drawing of the building shows that the armory areas had been replaced with

mainly warehouse storage areas and mechanical areas (Appendix E, Figure HP902-6).

A 1998 historical drawing indicates a vehicle maintenance pit was constructed for vehicle repair
(Appendix E, HP902-7). The Base currently lists the building as a Construction/Weight Handling

Equipment Shop. The most recent site visit indicated that the building provides maintenance for
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heavy equipment (graders, backhoes and generators) including painting. The heavy equipment is
stored near Building HP902 as shown in Appendix B, Photo 2. Miscellaneous solid waste and

debris was also identified near the facility as shown on Photos 1 and 6.

2.2.1.3 Waste Characteristics

The following are known chemicals/compounds that were used or stored in Building HP902
(Dolph, October 2001):

o Wastewater from Vehicle Washing

o Waste Oil

. Safety Kleen Solvent

. Paint Thinner

° Mineral Sprits (Stock Number 8010-00-242-2089)

. Motor Oil (OHD/30 -WT, Stock Number 9150-00-189-6729)
. Motor Oil (OHD/90 -WT, Stock Number 9150-01-035-5394)
° Penetrating Oils

. Parkerizing Chemicals

o Bluing Chemicals

The following are potential chemicals/compounds that were used or stored in Building HP902
(Dolph, October 2001):

. Small Arms Cleaning Chemicals (solvents, organics)

Previous Investigations

As mentioned earlier, numerous environmental investigations were conducted throughout the
HPIA. Information detailing previous investigations performed in the area of Building HP902 is

included in Appendix F HP902, and are summarized below:



Soil Gas Investigation

° Soil gas samples were collected around the perimeter of Building HP902 during the CS
investigation due to the suspected UST in this area (ESE, May 1988 and April 1992).
The analytical results indicated detections of TCE at 1,497 parts per billion (ppb) in the
area of the suspected UST that reportedly contained TCE between Buildings HP902 and
HP903. Findings of the soil gas investigation including a figure of sampling points and
analytical results are presented in Appendix F.2. It should be noted that soil gas sample
locations MW24, MW24-2, and MW24-3 are shown in the incorrect location on the CS
report figure included in Appendix F.2. The correct location of these borings are near
Building HP903 where the tank and associated monitoring wells (IR78-GW24-1, IR78-
GW24-2 and IR78-GW24-3) are located (Figure 2-1).

Soil Borings

. Soil borings were advanced around the perimeter of Building HP902 during the CS
investigation (ESE, April 1992). The soils were analyzed for target compound list (TCL)
volatile organic compounds (VOCs), pesticides, polychlorinated biphenyls (PCBs), and
toxicity characteristic leaching procedure (TCLP) metals. The analytical results indicated
only one boring with detections of VOCs, near the area of the suspected UST. The
sample contained concentrations of 1,2-dichloroethene (1,2-DCE) (55 milligrams per
kilogram [mg/kg] and 120 mg/kg), and TCE (120 mg/kg). No pesticides or PCBs were
detected in any of the borings. Inorganics were detected throughout the samples. Select
metals (Aluminum, calcium, and iron) were abundant in all samples in concentrations
greater than 1,000 mg/kg. Many other metals were also detected, but at concentrations
below the certified detection limits. Findings of the soil borings collected during the CS,

including a figure of sampling points and analytical results, are included in Appendix F.3.

. Soil borings were also installed during the RI performed by Baker (Baker, June 1994)
based on areas of concern identified from previous analytical data, a geophysical
investigation, and historical records. The soils were analyzed for TCL VOCs, Semi-
Volatile Organic Compounds (SVOCs), pesticides and PCBs. PCBs were not detected in
any samples, while VOCs, SVOCs, and pesticides were detected. One VOC was
detected at low concentrations (16 micrograms per kilogram [ug/kg] or less) in only the

subsurface soils, while SVOCs were detected more greatly in the surface soils including
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the following detection ranges: naphthalene 81 J to 1,400 ug/kg; phenanthrene 770 to
9,000 ug/kg; fluoranthene 2,100 to 8,000 ug/kg; and pyrene 1,500 to 7,600 ug/kg.
Pesticides were also only detected at low concentrations in the surface samples, probably
as the result of spraying activities instead of direct disposal. The overall pesticide
concentrations ranged from 5.4 J ug/kg to 37 J ug/kg. Findings of the soil borings
collected during the RI, including a figure of sampling points and analytical results, are

included in Appendix F.4.

Monitoring Well Installation and Sampling

o Monitoring well HPGW24 (also referred to as IR78-GW24-1) was installed and sampled
in the area of the suspected UST during the CS investigation (ESE, April 1992). The well
was sampled three times, and compounds detected include oil and grease (100
micrograms per liter [ug/L]), benzene (2 ug/L), dichloroethane (12 ug/L), 1,2-DCE
(4,000 to 6,400 ug/L), TCE (57 ug/L), and chloride (190 to 250 ug/L). These detected
analytes are consistent with the use of TCE and the maintenance of equipment
documented to have occurred in this area. Findings from the CS investigation, including

well construction records and analytical results, are presented in Appendix F.5.

Other investigations have also analyzed the monitoring wells in the area of Buildings
HP902 and HP903. These investigations include the following:

Site 78 RI performed for groundwater
- LTM at OU No. 1
- Site 78 North Natural Attenuation Evaluation (NAE)

Geophysical Survey

° In June 1992, a geophysical survey was conducted for the Pre-Investigation Study for the
RI/FS to investigate several suspected UST areas, one being in the area between
Buildings HP902 and HP903. A potential UST, suspected of being the former TCE tank,
was identified near Building HP903 from the geophysical findings. Findings of the

geophysical investigation, including geophysical figures, are presented in Appendix F.6.
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Remedial Actions

. Currently, there are a number of monitoring wells and recovery wells in the area of
Building HP902 to monitor contamination and recover the contamination through the
pump and treat system as stipulated in the ROD for OU No. 1 (Baker, September 1994).
Monitoring wells IR78-GW24-1, IR78-GW24-2, IR78-GW24-3, and IR78-GW44 are
located south of Building HP902 where the UST was determined to be located and
contamination is present. These monitoring wells are regularly sampled through the
LTM program at Site 78. Recovery well IR78-RW11 located south of Building HP902 is
also sampled regularly through the LTM program at Site 78. Information including
analytical data, static water level elevations, and well construction details for the above
mentioned monitoring wells and recovery well is included in Appendix F.1, HPIA. It
should be noted that a new remedial action plan is in process to replace the pump and
treat system with another technology to address the VOC plume near Building HP902.
The new treatment technology will be implemented through a treatability study

anticipated to start in Fiscal Year 2003.

2.2.1.4 Waste Quantity

Known disposal practices with estimated waste quantities are listed on Table 2-2. As shown, all
records indicate that waste from Building HP902 was taken to an AST, or to the Defense
Reutilization and Marketing Office (DRMO) except for some waste water from vehicles that was
discharged onto the ground, or from oils that were sprayed on unimproved roads all over the
Base. This list may not include all wastes that were generated at this facility. There are no
records of waste disposal before 1971 when gun refinishing processes were used in this building.
Some chemicals that may have been used in the process of gun refinishing at Building HP902 are

included in Appendix G.

2.2.2  Building HP908

2.2.2.1 Site Description

Building HP908 is located in the northeastern portion of Site 78, near Michael Road and Sneads
Ferry Road as shown on Figures 1-1 and 2-1. It is a one story corrugated iron - prefabricated
steel building (Appendix B, Photos 8 through 12) with dimensions of 100 ft x 40 ft. Adjacent
areas consist of pavement, concrete, some storage areas, structures and other buildings.
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Monitoring Wells

There is one shallow monitoring well (IR78-GW33) that was installed during the RI, adjacent to
Building HP908 (Figure 2-1). This monitoring well is located upgradient of Building HP908,
considering that the general groundwater movement at Site 78 is east to west across the site.

Underground and Above Ground Storage Tanks

A former above ground acid tank, and a below ground sludge trap and grease trap were found
during the Environmental Literature Review on historical blueprints. These tanks were located
between Buildings HP908 and HP909 as shown in Appendix E, Figure HP908-6.

There are no known UST program sites on or directly adjacent to Building HP908.

2.2.2.2 Operational History

The following sections describe the past and present use at building HP908 and are also

summarized in Table 2-3.

Building HP908 was constructed as a Standard Butler Building in 1948. It was originally used as
a storage building for electronic equipment. Shortly after its construction, plans were drawn
proposing to convert the building into a Vehicle Paint and Undercoat Shop (Appendix E, Figures
HP908-1 and HP908-2). In 1952 the building was converted into a Paint Shop with a paint spray
booth and a bake oven, during which time an addition was added onto the existing building
(Appendix F, Figure HP908-3). The original plans included an undercoating facility, however, it
is unknown if the undercoating facility was included in the building. Prior to this time there was
no central paint shop on the Base. Paint spraying operations were conducted in Buildings
HP1201, HP1401, HP1502 and HP1601. In 1982 paint-spraying operations in the HPIA were
performed in Buildings HP908, HP1103 and HP1202. In 1989 the work performed in Building
HP908, then referred to as the Central Paint or Body Shop, was described as consisting of vehicle

painting and general body repair.
As shown on drawings from 1951, a bake oven was installed and building plans indicate a new
acid tank, new sludge trap, and a new sewer between Buildings HP908 and HP909 (Appendix E,

Figures HP908-4, through HP908-6). The acid tank, new sludge tank and existing grease trap are
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drawn in more detail on Figure HP908-7, and show that the acid tank is above ground while the
sludge trap and grease pit are below ground.

Building plans indicated that in the 1960s there was a small metal building located between
Buildings HP908 and HP909 that was used for paint stripping. This building may be the small
metal building in the vicinity of Building HP908 that was used to store chemicals and paint, as
documented during a 1986 inspection of the area by ESE. During the most recent site visit a
paint locker was identified on the north side of the building as shown in Appendix B, Photo 11.

Building HP908 was totally renovated in 1992. A drawing of the floor layout from 1992
(Appendix E, Figure HP908-8) shows that the baking oven was to be removed, while the spray
booth was to remain. The current use of this building is an automotive/vehicle shop.

According to the above mentioned drawings and the Environmental Literature Review (Dolph,
October 2001), the following equipment was used in Building HP908:

. Spray Painting Equipment
. Spray Booth

. Baking Oven

. Air Compressor

o Acid Tank

. Sludge Trap

. Grease Trap

According to the above mentioned drawings and the Environmental Literature Review (Dolph,
October 2001), the following operations were conducted in Building HP908:

. Storage
. Paint Spraying
. Vehicle Body Repair

During the site visit a small structure was identified as storing paint, as shown in Appendix B,
Photos 11 and 12. There was no visual evidence of a release from this storage structure.
Miscellaneous debris and storage and raised structures were also identified during the site visit as
shown in Appendix B, Photo 8. The raised structures are probably a ventilation system for the
building.

2-13



2.2.2.3 Waste Characteristics

The following are known chemicals/compounds that were used or stored in Building HP908
(Dolph, October 2001):

Paint (estimated one ton annually )

o Lacquer Thinner - Stock Number 8010-00-165-55401
. Mineral Spirits - Stock Number 8010-00-2089

o Contaminated Waste Water

o Solvents

2.2.2.4 Waste Quantity

Known disposal practices with estimated waste quantities are listed on Table 2-4. As shown, all
records indicate that waste was taken to the Base Chemical Landfill, the Hadnot Point Burn
Dump, or to the DRMO. This list may not include all wastes that were generated at this facility.
There are no records of waste disposal before 1976 when painting chemicals were used in this
building, and therefore, it is unknown exactly how wastes were disposed of at this building.
During the site visit a dumpster was identified west of the building and described as containing

solid waste.

Previous Investigations

As mentioned earlier, numerous environmental investigations were conducted throughout the
HPIA. Information detailing previous investigations performed in the area of Building HP908 is

included in Appendix F.3, HP908 and is summarized below:

Soil Gas Investigation

. Soil borings were advanced surrounding the perimeter of Building HP908 during the RI
(Baker, June 1994). The analytical results indicated detections of total VOCs ranging

from non-detect to 3.3 ppb. Findings of the soil gas investigation, including a figure of

sampling points and analytical data, are presented in Appendix F.7.
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Monitoring Well Installation and Sampling

One monitoring well (IR78-GW33) was installed along the perimeter of Building HP908
during the RI (Baker, June 1994), and groundwater was sampled and analyzed for TCL
VOCs and Target Analyte List (TAL) inorganics (total and dissolved metals and
cyanide). VOCs were not detected, while inorganics were detected. Select inorganics
including aluminum, calcium, and iron were detected at concentrations exceeding 10
mg/L, while other inorganics were detected at lower concentrations, or below the
required detection limit. This monitoring well is currently not sampled under the LTM
program, however, static water levels are regularly measured at this well. Positive
detection summaries in groundwater from the RI, and well construction records for

monitoring well IR78-GW33 are presented in Appendix F.8.

Subsurface Soil Samples

2.2.3

Subsurface soil samples (i.e., below one-foot) were collected from the boring advanced
for monitoring well IR78-GW33 during the RI, and were analyzed for VOCs, SVOCs,
pesticides, PCBs and inorganics (Baker, June 1994). SVOCs, pesticides and PCBs were
not detected in soils. TAL inorganics were detected in the samples, with select
inorganics including aluminum and iron exceeding concentrations of 1,000 mg/kg, while
other inorganics were detected at lower concentrations, or below the required detection
limits. Acetone was detected, but was determined in the RI report to be a laboratory
contaminant. Findings of the soil borings, including analytical results, are presented in
Appendix F.8.

Building HP1120

2.2.3.1 Site Description

Building HP1120 is located in the middle of Site 78 near the northern portion of the site, between

Hammond Road, Birch Street, and Ash Street as shown on Figures 1-1 and 2-1. It is a one story

metal and concrete building surrounded by fencing, and has several bays (Appendix B, Photos 13

through 17) with dimensions of approximately 375 ft. X 30 ft. Adjacent areas consist of

pavement, asphalt, grass, storage areas, and other buildings including PA Site HP1124. During

the site visit, debris and miscellaneous storage were identified as shown in Appendix B, Photo 13.
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Monitoring Wells

There is one monitoring well (IR78-GW16) located northwest of Building HP1120 as shown on
Figure 2-1. This monitoring well is located somewhat downgradient of Building HP908,
considering that the general groundwater movement at Site 78 is east to west across the site.
Monitoring well IR78-GW16 was installed during the CS to monitor Building HP1202 after a soil
gas investigation identified high levels of TCE in the vicinity of Building HP1202.

Aboveground and Underground Storage Tanks

One AST was found during the Environmental Literature Review and is also described as being
installed pre-1972, having a capacity of 1,000 gallons, and to have contained waste oil. No ASTs

were identified surrounding the building during the most recent site visit.
There are two former UST Sites (1106 and S1213/1205) and one active UST Site [Hadnot Point
Fuel Farm (HPFF)] in the vicinity of Building HP1124. (Refer to Appendix C for UST

information in the area of Building HP1124.)

2.2.3.2 Operational History

The following sections describe the past and present use at building HP1120 and are summarized
in Table 2-5.

Building HP1120 was constructed as an Automobile Hobby Shop in 1955. According to original
as-built drawings, the building was configured with the following work areas (Appendix E,
Figure HP1120-1):

o Repair Shop

o Tool Room

. Parts Room

. Equipment Room

An addition was constructed in 1964 (Appendix E, Figure HP1120-2) and again in 1969
(Appendix E, Figure HP1120-3) to serve as a classroom.

2-16



Operations conducted in this building include automotive repair and painting. Known machinery
used in the building are grease racks and vehicle lifts.

Previous Investigations

As mentioned earlier, numerous environmental investigations were conducted throughout the
HPIA. Information detailing previous investigations performed in the area of Building HP1120 is
included in Appendix F.4, HP1120 and summarized below:

Monitoring Well Installation and Sampling

As mentioned previously, monitoring well IR78-GW16 is located near Building HP1120.
Monitoring well IR78-GW16 was analyzed during the RI for TCL VOCs and TAL inorganics
(Baker, June 1994). The data from the RI indicates that VOCs were not detected, while a number
of total and dissolved inorganics were detected. Select total inorganics including calcium, iron,
magnesium, and potassium exceeded 10 mg/L, and aluminum was detected at 341 mg/L, while
other inorganics were detected at lower concentrations or below the required detection limit.
Select dissolved inorganics including calcium, magnesium, and sodium were detected at
concentrations above 1 mg/L, while other dissolved inorganics were detected at lower
concentrations, or were not detected. Although this monitoring well is currently inactive, static
water level elevations are taken during the LTM program. Monitoring well IR78-GW16
construction details and analytical data from the RI are included in Appendix F.9.

2.2.3.3 Waste Characteristics

Known chemicals/compounds used in this building are as follows (Dolph, October 2001):

. Automotive Grease
° Qil

. Waste Oil

° Paint

This list may not include all wastes that were generated at this facility. Other compounds that
may have been used or stored in this building include paint thinners, parts cleaning wastes
(solvents and parts washers), automotive batteries, and shop cleaning wastes (floor cleaning
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wastes, absorbents used for spills or leaks and shop rags). During the most recent site visit

materials that were identified include paints, oils, lubes, and hydraulic fluids.

2.2.3.4 Waste Quantity

Known disposal practices with estimated waste quantities are listed on Table 2-6. As shown, the
records indicate that the AST was pumped out by Base Maintenance, except for waste oil
(including solvents) that was reportedly sprayed on unimproved roads all over the Base.
However, there are no records of waste disposal before 1976, and therefore, it is unknown exactly

how all wastes were disposed of at this building.

2.2.4 Building HP1124

2.2.4.1 Site Description

Building HP1124 is located in the middle of Site 78 near the northern portion of the site, between
Hammond Road, Birch Street, and Ash Street as shown on Figures 1-1 and 2-1. It is a metal and
concrete open bay garage located inside a fenced compound (Appendix B, Photos 18 through 23)
with dimensions of approximately 96 ft. X 40 ft. Adjacent areas consist of pavement, asphalt,
debris and other buildings including PA Site HP1120.

Monitoring Wells

As discussed previously for Building HP1120, the closest monitoring well is IR78-GW16,
located northwest of Building HP1124. This monitoring well is located somewhat downgradient
of Building HP1124, considering that the general groundwater movement at Site 78 is east to

west across the site.

Aboveground and Underground Storage Tanks

As discussed previously for Building HP1120, there are two former UST Sites (1106 and
S1213/1205) and one active UST Site (HPFF) in the vicinity of Building HP1124. (Refer to

Appendix C for UST program information in this area.)

2-18



A 500 gallon AST containing waste oil and antifreeze was studied inside Building HP1124 by the
SWMU Program (Baker, November 2001). During a site visit conducted by Baker in 1996 for
the SWMU investigation, spills/stains were noted on the concrete flooring of the open-bay garage
structure housing the AST. An oil/water separator was also studied by neighboring Buildings
1106 and 1107.

2.2.4.2 Operational History

The following sections describe the past and present use at Building HP1124, and are also

summarized in Table 2-7.

Building HP1124 was constructed in 1970 as an automobile repair shop (Appendix E, Figure
HP1124-1). The structure basically consists of open bays. During the site visit, a paint spray
booth and hydraulic lifts were identified, as shown in Appendix B, Photos, 19 and 23. A metal
structure labeled hazardous waste storage was also identified in the parking lot near Buildings
HP1120 and HP1124, as shown in Appendix B, Photo 22. Some staining is noticed on the

asphalt around the hazardous waste storage structure.

Previous Investigations

Site Waste Management Units

As mentioned previously, a 500 gallon AST containing waste oil and antifreeze was investigated
in Building HP1124 under the SWMU Program (SWMU No. 292) and an oil/water separator was
studied near Buildings 1106 and 1107 (SWMU No. 293). Four soil borings were advanced
around the perimeter of the buildings and analyzed for VOCs, SVOCs, and RCRA metals. In the
soil sample set closest to Building HP1124 the following was detected: VOCs (acetone 860 ug/kg
and methylene chloride 2J to 6.1 ug/kg), SVOC (bis(2-ethylhexyl)phthalate 120 J ug/kg), and
metals (chromium 4.1 to 6.2 ug/kg, lead 2.2 to 4 ug/kg, mercury 0.071 ug/kg and selenium 0.64
ug/kg). The SWMU report determined that the detections were all below the screening criteria,
and no further investigations were warranted for SWMU No. 292. For complete SWMUs 292

and 293 investigation information, including analytical results, refer to Appendix H.1.
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2.2.4.2 Waste Characteristics

No records were found during the Environmental Historical Review to document known wastes
used in this building. From the SWMU investigation, however, it is known that oil and antifreeze
was stored in this building (Baker, November 2001). Used oils may contain heavy metals, and

antifreeze contains ethylene glycol and lead.

It is suspected that other compounds may have been used/stored in this building including
automotive batteries, parts cleaning wastes (solvents and parts washers), and shop cleanup wastes
(floor cleaning wastes, absorbents used for spills or leaks and shop rags). During the site visit a

number of materials were identified including paints, oils, lubes, and hydraulic fluids.

2.2.4.3 Waste Quantity

It is known that the AST in Building HP1124 can hold 500 gallons of waste oil and antifreeze.

The amount of wastes (oil, antifreeze) generated at this facility over a period of time is unknown.

2.2.5 Building HP1409

2.2.5.1 Site Description

Building HP1409 is located in the southern area of Site 78, between Buildings HP1404 and
HP1403 on Gibb Road, as shown on Figures 1-1 and 2-1. It is a one story concrete and cinder
block building that is fenced inside a compound, and has open bays (Appendix B, Photos 24
through 26) with dimensions of approximately 157 ft. X 28 ft. Adjacent areas consist of

pavement, concrete, grass, open storage, and other buildings.

Monitoring Wells

There are no monitoring wells located in the area of Building HP1409. The closest monitoring
well is IR78-GW10 located near Building 1502 on EIm Street (Figure 2-1). This monitoring well
is located somewhat downgradient of Building HP1409, considering that the general groundwater

movement at Site 78 is east to west across the site.
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Aboveground and Underground Storage Tanks

There are no known USTs in the area of Building HP1409. There is an active UST Site
associated with Building 1502 located southwest of Building HP1409 across EIm Street. There
are several monitoring wells associated with Building HP1502 near EIm Street. (Refer to

Appendix C for UST Program information.)

During the site visit several ASTs were identified adjacent to Building HP1409 as shown in
Appendix B, Photo 26. As shown, there is a small shed with fencing surrounding the area that
stores ASTs. The contents and capacity of the ASTs and containers are unknown; however, they
appear to be rusting as shown on Photo 26.

2.2.5.2 Operational History

The following sections describe the past and present use at Building HP1409 and are also
summarized in Table 2-9:

Building HP1409 was constructed in 1943 as a Storage Building. In the late 1940s, it housed the
Upholstery and Carpenter Shop and was operated by the Reclamation and Salvage Division. The
Upholstery Shop handled the repair of upholstery and re-upholstering of all government furniture
located in officers’ quarters and other buildings within the Base. Slipcovers were manufactured
and canvas and leatherwork was performed in this building. The Carpenter Shop repaired office
furniture, household furniture, barracks boxes, mess tables and benches. The Upholstery and
Carpenter Shop were relocated from Building HP1409 in 1951 (WAR, April 1983). The floor
layout from 1943 is illustrated in Appendix E, Figure HP1409-1.

The 1959 Base lists Building HP1409 as a decontamination building. Plans could not be located
to describe the use of decontamination. The building was most likely used to store material for
defense operations.

In the years to follow, Building HP1409 was used as a Classroom, a Public Works Storage
facility and a Furniture Repair Shop (Appendix E, HP1409-2). The Furniture Repair Shop
contained a 550-gallon vat of paint stripper that was used to remove clear finishes (lacquer and
varnish) on wood (WAR, April 1983). The paint stripper was disposed of by being placed in 55
gallon drums and then transported to the Fly Ash Dump where it was poured on the ground
(WAR, 1983).
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Currently, the building houses a military Boat Shop where small boats are repaired, including

minor hull repair, and inboard and outboard engine repair as shown in Appendix B, Photo 25.

The following is a list of known machinery used in Building HP1409 in the past (Dolph,
October 2001):

Carpenter Shop

o Circular Saws

o Band Saws

o Joiners

o Grinders

° Boat Engine Repair Related Tools

The following is a list of known operations conducted in Building HP1409 (Dolph,
October 2001):

. Furniture Repair

. Upholstery Work

° Carpenter Work

o Instruction

. Storage

. Administrative

o Boat and Engine Repair

Previous Investigations

As mentioned earlier, numerous environmental investigations were conducted throughout the
HPIA. Previous investigations were conducted at neighboring buildings during the CS and R,
however, no known investigations or samples were analyzed near Building HP1409. These
investigations were performed at Buildings HP1502, HP1601 and HP1602 which have been
vehicle maintenance and repair facilities since initial construction at the Base (circa 1942 - 1943).

The following is a list of investigations that have been performed at these neighboring buildings.
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Soil Gas Investigation

A soil gas investigation was performed during the CS to study the area of Buildings HP1502,
HP1601 and HP1602 (ESE, April 1992). Soil gas borings were advanced around these buildings
and TCE was detected in several samples with levels as high as 73,000 ug/L. Findings of the soil
gas investigation including a figure of sampling points and analytical results are presented in
Appendix F.10.

Soil Borings

Soil borings were advanced around the area of Buildings HP1502, HP1601 and HP1602 during
the CS and analyzed for VOCs, SVOCs, inorganics, pesticides and PCBs (ESE, April 1992).
VOCs, including TCE, were found in the majority of the samples surrounding these buildings.

Findings of the soil boring investigation are presented in Appendix F.11.

Monitoring Well Installation and Sampling

There are no known monitoring wells located in the area of Building HP1409. The closest
monitoring well is IR78-GW10 located near Building 1502 on Elm Street (Figure 2-1),
approximately 800 feet away. This monitoring well is located somewhat downgradient of
Building HP1409 considering that the general groundwater flow is east to west across Site 78.
Monitoring well IR78-GW10 was sampled during the CS for VOCs, SVOCs, inorganics,
pesticides and PCBs. VOCs, SVOCs, pesticides and PCBs were not detected, while inorganics
were detected in monitoring well IR78-GW10. Select inorganics that were detected above 10
mg/L include calcium, magnesium and potassium, while aluminum and iron were detected in

excess of 100 mg/L. Analytical results from the CS are included in Appendix F.12.

Monitoring well IR78-GW10 is also sampled regularly through the LTM Program for VOCs.
This well has shown consistent non-detections of VOCs since January 1999, previous to this date
there have been minor detections of VOCs. Analytical results from the LTM Program and well

construction details for monitoring well IR78-GW10 are presented in Appendix F.1.
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2.2.5.3 Waste Characteristics

The following is a list of known chemicals/compounds used or stored in Building HP1409
(Dolph, October 2001):

Paint Stripper

Hydraulic Fluid (Stock Number 9159-00-698-2382)
Penetrating Fluid (Stock Number 6859-00-985-7180)
Gear Case Oil

Fuels and oils were identified at this building during the site visit.

2.2.5.4 Waste Quantity

Known disposal practices are listed on Table 2-10. As shown, the records indicate that in 1945
trash was collected Base wide (general refuse) daily and hauled to incinerators or open burning
dumps. In addition, paint stripper was disposed of in the Fly Ash dump during 1982. It is
unknown, however, how waste oil was disposed of at this facility. During the period of 1945 to
1949 this facility was a carpentry shop, and waste oils may have been potentially produced from

the use of machines.

2.2.6  Building HP1512

2.2.6.1 Site Description

Building HP1512 was supposedly located between Buildings HP1504 and HP1503 on Hammond
Road, however, during a recent visual inspection this structure could not be located. The former
location of this building is shown on Figures 1-1 and 2-1. It is assumed that HP1512 was most
likely an automotive repair support structure because Buildings HP1503 and HP1504 are part of a
series of vehicle maintenance buildings with parts cleaning tanks and wash racks located between
them. The area where HP1512 was located is now a concrete staging pad and is being used as a
storage area for drums and tires. Fencing surrounds the area of former Building HP1512.
Adjacent areas consist of pavement, concrete, grass and other buildings (Appendix B, Photos 27
and 28).
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Monitoring Wells

There is one monitoring well (IR78-GW11) located south of the former structure HP1512, across
Hammond Road, approximately 100 feet away. This monitoring well is located somewhat
downgradient of former Building HP1512 considering that the general groundwater flow is east
to west across Site 78. This monitoring well is sampled regularly through the LTM program for
VOCs. Analytical data from this well show consistent non-detections. Well construction details

and analytical results for monitoring well IR78-GW11 are presented in Appendix F.1, HPIA.

Underground and Aboveground Storage Tanks

There are no known USTSs in the area of former structure HP1512. There is an active UST Site at
Building HP1502 located north of former structure HP1512 with associated monitoring wells as

outlined in Appendix C. Drums were identified during the site visit, as described below.

2.2.6.2 Operational History

Operational history is unknown for this structure, however, it is assumed that it was used as an
automotive repair support structure for the series of vehicle maintenance buildings in this area
(Table 2-11).

As shown in Appendix B, Photos 27 and 28, this area is being used as open storage for drums and
tires and as vehicle maintenance support. As identified during the site visit, there are
approximately seventy-five tires in this area, and fifteen, fifty-five gallons drums. The drums are
described as being empty, with no visual evidence of a release. A drainage swale is also

immediately adjacent to the concrete pad staging area for the drums and tires.

2.2.6.3 Waste Characteristics

Waste characteristics are unknown for this structure. It is assumed that this was some type of
vehicle support structure, either a vehicle wash rack, cleaning tank, or possibly a storage area. If
this structure was a vehicle support area, it could have the potential for a number of wastes
including waste oils, waste water from vehicles or cleaning parts, or solvents for cleaning parts.

During the site visit Petroleum-Qil-Lubricants (POLs) were identified at this area.
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Previous Investigations

Previous investigations were conducted at neighboring buildings of the former structure HP1512
during the CS and the RI; however, no known samples were analyzed near structure HP1512.
These investigations were performed for Buildings HP1502, HP1601 and HP1602, which have
been vehicle maintenance and repair facilities since initial construction at the Base (circa 1942 -
1943). (Refer to the previous section for Building HP1409 that discusses the soil gas

investigation and soil borings performed during the CS.)

Monitoring Well Installation

Monitoring well IR78-GW11 is located south of the former structure HP1512 across Hammond
Street. Monitoring well IR78-GW11 was sampled during the CS and analyzed for VOCs,
SVOCs, inorganics, pesticides and PCBs. SVOCs, pesticides, and PCBs were not detected, while
one VOC was detected (carbon disulfide 11 ug/L), and inorganics were detected. Select
inorganics that exceeded 10 mg/L include aluminum, iron and magnesium, while other inorganics
were detected at lower concentrations, or below the required detection limit. Analytical data for
monitoring well IR78-GW11 from the CS is included in Appendix F.12.

This well is also regularly sampled during the LTM program for VOCs and has historically

shown non-detections of VOCs. Analytical results from the LTM Program are presented in
Appendix F.1, HPIA.

2.2.6.4 Waste Quantity

Former Building HP1512 operational history, waste characteristics and waste disposal are

relatively unknown.

2.3 Air Station Sites

The PA Sites located on the Air Station portion of the Base are associated with Buildings TC830,
SAS113, AS118, AS116 and AS119 as illustrated on Figure 2-7. As mentioned previously, these
PA Sites have not been investigated under the IR program and are not located within an existing
OU. IR Sites 44, 75, 76, 89 and 93, however, are located north of the PA Sites.
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SWMU No. 299 is an AST near Buildings AS114 and PA Site AS116. The SWMU program is

currently investigating an AST in this area.

There are also a number of UST Program Sites under investigation at the Air Station, that are in
close proximity to PA Sites SAS113, AS116 and AS119 as presented in Appendix C.

The land within the Air Station PA Sites is relatively flat. The installation of drainage ditches,
storm sewers, and extensive paving typically have altered natural drainage. Surface runoff from
the sites not intercepted by a manmade structure may drain to Edwards Creek. Previous
investigations at nearby IR Sites 75 and 76 indicate that groundwater in this area generally flows
towards Edwards Creek. Topographic contour elevations are illustrated on Figure 2-7 for the Air
Station PA Sites. A recent aerial photo is illustrated on Figure 2-8 and shows the land features of
the PA Sites. As shown, the area surrounding the PA buildings is paved and there are drainage

ditches that surround the area.

2.3.1 Building TC830

2.3.1.1 Site Description

Building TC830 is located north of IR Site 93, on the corner of Eighth Street and C Street as
shown on Figures 1-1 and 2-7. It is a one story concrete cinder block building (Appendix B,
Photos 29 through 32) with dimensions of 108 ft x 24 ft. Adjacent areas consist of pavement,

gravel, grass and other buildings.

Monitoring Wells

There are no known monitoring wells in close proximity to Building TC830. However Site 93 is

located directly south of Building TC830 where several monitoring wells are located.

Aboveground and Underground Storage Tanks

There are no known ASTs or USTs in close proximity to Building TC830.
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2.3.1.2 Operational History

The following sections describe the past and present use at Building TC830 and are also

summarized in Table 2-12.

Building TC830 was constructed in 1943 as a Storehouse, as illustrated on blueprints included in
Appendix E, Figure TC830-1. This building was constructed from standardized plans and
consists of a metal frame and siding. Over the years this building has been listed as a storage
building, a classroom, and a dry cleaning plant for the Marine Corps Exchange. This building
was listed as a Laundry and Dry Cleaning Plant. The IAS states that numerous laundry
distribution centers were located throughout the Base that did not perform dry cleaning
operations, and all dry cleaning operations were performed at Building 25 (WAR, April 1993).
The Environmental Literature Review verified that all dry cleaning operations at the Base were
performed at Building 25 by reviewing the 1976 Naval Environmental Protection Support Service
Air Emission Master File Summary (Dolph, October 2001).

2.3.1.3 Waste Characteristics

No information was found during the Environmental Literature Review or field reconnaissance to
indicate that any hazardous wastes were used or disposed of at Building TC830. There are also no
known environmental investigations that were performed in the vicinity of Building TC830. The
Environmental Literature Review verified that this facility did not perform dry cleaning
operations, and therefore, dry cleaning chemicals are not suspected at this building. However, it
is not clear as to what was stored in this building during the 1940’s and during the 1970’s when

the building is listed as providing open storage.

2.3.1.4 Waste Quantity

The only known disposal practice at Building TC830 was the daily trash removal that was taken
to incinerators or open burn dump for disposal as presented on Table 2-13. Dry cleaning
operations were not performed at this building, and therefore, there are no potential dry cleaning

waste quantities.
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2.3.2 Building SAS113

2.3.2.1 Site Description

Building SAS113 is located south of IR Sites 75 and 76, between Buildings AS114 and AS118
west of Bancroft Road as shown on Figures 1-1 and 2-3. It is an four bay open metal structure
erected on a 6 inch slab (Appendix B, Photos 33 through 36) with dimensions of 100 ft x 24 ft.
Fencing surrounds the building, and some debris was noticed during the site visit as shown in
Appendix B, Photo36. Run-off from the building was also identified during the site visit, as

shown on Photos 33 and 34. Adjacent areas consist of pavement, asphalt, and other buildings.

Monitoring Wells

There are no known IR program monitoring wells located in this area of the Base, however, there

are UST Program monitoring wells in this area.

Underground and Aboveground Storage Tanks

There are no known ASTs or USTs associated with Building SAS113, however, there are UST

Program Sites in this area of the Base as presented in Appendix C.

2.3.2.2 Operational History

The following sections describe the past and present use at Building SAS113 and are also

summarized in Table 2-14.

Building SAS113 was constructed in 1986 when surrounding Buildings AS114, AS116 and
AS118 were converted into automotive hobby shops. Building SAS113 primarily serves as an
outside work and storage area for the automobile hobby shops. Known machinery used at

Building SAS113 are small vehicle jacks to provide vehicle repair support.
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2.3.2.3 Waste Characteristics

Records of chemical/compounds used or stored in Building SAS113 were not found during the
Environmental Literature Review. Since this is a vehicle support area, it is suspected that any
number of automobile repair wastes are used or stored here and may include the following: waste
oil, antifreeze, parts cleaning wastes (solvents and parts washers), automotive batteries, and shop
cleaning wastes (floor cleaning wastes, absorbents used for spills or leaks and shop rags). During

the site visit POLs were identified at the building.

2.3.2.4 Waste Quantity

No records were found during the Environmental Literature Review to document wastes or
disposal practices at Building SAS113. It is uncertain how the vehicle repair related wastes are

used and disposed of at this structure.

2.3.3 Building AS116

2.3.3.1 Site Description

Building AS116 is located south of IR Sites 75 and 76, west of Bancroft Road near Building
AS114 as shown on Figure 1-1 and 2-3. It is a one story metal frame building with siding that
has four bays, and is attached to a brick structure (Appendix B, Photos 37 through 42) with
dimensions of approximately 70 ft x 51 ft. Fencing surrounds the building, with access from

Bancroft Street only. Adjacent areas consist of pavement, asphalt, and other buildings.

Monitoring Wells

There are no known IR program monitoring wells located in this area of the Base, however, there

are UST Program monitoring wells in this area.

Underground and Aboveground Storage Tanks

There are no known USTs associated with Building AS116, however, there are UST Program

Sites in this area of the Base as presented in Appendix C.
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During the site visit, an open storage area (shed) was identified as storing drums and equipment,
as shown in Appendix B, Photos 39 and 40. The storage area contains approximately fifteen
drums that are described as being in good condition and are currently empty, with no visual

evidence of a release.

2.3.3.2 Operational History

The following sections describe the past and present use at Building AS116 and are also

summarized in Table 2-15.

Building AS116 was constructed in 1954 to provide the Air Station with vehicle maintenance
facilities. A floor plan drawing of AS116 is illustrated in Appendix E, Figure AS116-1. This
building replaced a temporary wooden building.

From 1979 to 1981 Building AS116 served as a Hazardous and Flammables storage area.

In the early 1980s, a new complex was constructed for the Combat Vehicle Maintenance Shop,
and Building AS116 was converted into an automotive hobby shop along with Buildings AS113

and AS114. During the site visit a paint booth was identified inside Building AS116.

Previous Investigations

Site Waste Management Unit

No known investigations have been performed at Building AS116 or surrounding buildings,
however, SWMU No. 299 is near Building AS116. SWMU No. 299 is an AST associated with
Building AS114. Samples collected in the area of the AST detected VOCs ranging from 71 to
4,300 ug/L, SVOCs ranging from 640 J to 16,000 ug/L, and inorganics. The concentrations were
detected in excess of the SWMU screening criteria and are currently being investigated further.

Findings of the SWMU No. 299 investigation are presented in Appendix H.2.
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2.2.3.3 Waste Characteristics

Records of chemicals/compounds used or stored in Building AS116 were not found during the
Environmental Literature Review. Since this is a vehicle support area, it is suspected that any
number of automobile repair wastes are used or stored here and may include the following: waste
oil, antifreeze, parts cleaning wastes (solvents and parts washers), automotive batteries, and shop
cleaning wastes (floor cleaning wastes, absorbents used for spills or leaks and shop rags). This
building is also listed as a paint shop and may include the following wastes associated with
painting: paint thinners and waste paint. Paint and POLs were identified at this building during

the site visit.

In addition to supplying vehicle support, this area was also used to store hazardous and
flammable materials. There are no records of the types of hazardous and flammable materials
stored in Building AS116.

2.2.3.4 Waste Quantity

No records were found during the Environmental Literature Review to document wastes or
disposal practices at Building AS116. It is uncertain how the vehicle repair related wastes, and

potentially hazardous and flammables materials were used and disposed of at this structure.

2.2.4  Building AS119

2.2.4.1 Site Description

Building AS119 is located south of IR Sites 75 and 76 and west of Bancroft Road, as shown on
Figures 1-1 and 2-7. It is a one story metal frame building with siding (Appendix B, Photos 43
through 49) with dimensions of approximately 120 ft x 24 ft. Fencing surrounds the area of the

building. Adjacent areas consist of grass, pavement, asphalt, and other buildings.

Monitoring Wells

There are no known IR program monitoring wells located in this area of the Base, however, there

are UST Program monitoring wells in this area as shown in Appendix C.
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Underground and Aboveground Storage Tanks

An AST used for the heating system was discovered during the Environmental Literature Review.
There are also UST Program Sites in this area of the Base as presented in Appendix C. This AST

was verified during the site visit as shown in Appendix B, Photo 43.

2.2.4.2 Operational History

The following sections describe the past and present use at Building AS119 as summarized in
Table 2-16.

Building AS119 was constructed in 1963 as an Automotive Vehicle Maintenance Facility. Plans

indicate that the floor layout included the following areas:

o Office

o Toilet

° Parts Storage

. Service Bays

. Exterior Service or Wash Rack

In 1988 the building was configured with the following areas (Appendix E, Figure AS119-1
through AS119-3):

. Weight Room

° Licensing Room

. Lounge

o Office

° Duty Office

° Toilet

. Tire Shop

. Exterior Service or Wash Rack
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During the work performed in 1988, a number of structures were removed from the building or
updated as shown in Appendix E, Figure AS119-1. An existing oil heater and associated piping
and valves were replaced with a new fuel oil storage tank with a capacity of 250 gallons
(Appendix E, Figure AS119-2). The new AST is on a concrete pad as shown in Appendix E,
Figure AS119-3 and Appendix B, Photo 43.

Currently, the area is described as a storage facility and no maintenance work was identified
during the site visit. A wash rack was identified during the site visit with run-off, as shown in

Appendix B, Photos 44 and 45.

2.4.2.3 Waste Characteristics

Records of chemicals/compounds used or stored in Building AS119 were not found during the
Environmental Literature Review. Since this is a vehicle support area it is suspected that any
number of automobile repair wastes are used or stored in this building and may include the
following: waste oil, antifreeze, paints, paint thinners, parts cleaning wastes (solvents and parts
washers), automotive batteries, and shop cleaning wastes (floor cleaning wastes, absorbents used

for spills or leaks and shop rags).

2.4.2.4 Waste Quantity

No records were found during the Environmental Literature Review to document wastes or
disposal practices at Building AS119. It is uncertain how the vehicle repair related wastes, were
used and disposed of at this structure. During the site visit a number of trash dumpsters were
identified as shown in Appendix B, Photo 49. There are approximately eight to ten dumpsters
and are described as empty and in good condition, there was also no visual evidence of a release
during the site visit. The site visit also verified that currently, any waste oil generated at this
facility is transported to Building AS114 (Auto Hobby Shop).

25 Montford Point Sites

The PA Sites located on the Montford Point portion of the Base are associated with Buildings
M119 and SM173 as illustrated on Figures 1-1 and 2-9. As mentioned previously, these PA Sites
have not been investigated under the IR program and are not located within an existing OU.

However, IR Sites 7, 16 and 85 are located in this area of the Base.
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There is a one UST Program Site associated with Building M90 in this area of the Base as

presented in Appendix C.

The land within the area of the PA Sites is relatively flat. The sites are located west of Northeast
Creek. Surface runoff from the sites drains to this creek, and eventually flows to the New River.
Topographic contour elevations are illustrated on Figure 2-9 for the Montford Point PA Sites. A
recent aerial photo is illustrated on Figure 2-10 and shows the land features of the PA Sites. As
shown, the area surrounding the PA buildings is paved and woods surround the area to the south

and west.

2.5.1 Building M119

2.5.1.1 Site Description

Building M119 is located at the intersection of Landing Road and Wilson Drive as shown on
Figure 1-1 and 2-9. It is a one story concrete and wood building and has three bays (Appendix B,
Photos 50 through 53) with dimensions of 133 ft x 46 ft. Adjacent areas consist of paved and

unpaved roads, grass, and other buildings.

Monitoring Wells

There are no known monitoring wells located in close proximity to Building M119.

Underground and Aboveground Storage Tanks

There is one AST and one UST that were discovered during the Environmental Literature Review
(Dolph, October 2001). The AST is described as being constructed of steel, containing fuel oil,
and used for heating purposes. The UST is described as being installed before 1967, constructed
of steel, having a capacity of 1,000 gallons and contained regular gasoline in 1974 and unleaded
gasoline. The purpose of the UST was for vehicle fuel. Reportedly, in 1989 the UST could not
be located and it was believed to be located at structure SM193. Plans and specifications to
remove the tank and dispensing pump were prepared in 1991 as shown in Appendix E, Figures
M119-1 and M119-2.
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In addition to the fuel oil AST, a diesel AST was identified on the west side of the building as
shown in Appendix B, Photo 51. The capacity of the tank is 500 gallons, and appears to be new.

2.5.1.2 Operational History

The following sections describe the past and present use at Building M119 as summarized in
Table 2-17.

Building M119 was constructed in 1943 as one of four Gun Sheds that were constructed adjacent
to each other on Wilson Drive, as shown in Appendix E, Figure M119-3. The types of guns stored
in the buildings were most likely Howitzers. Over the years the building has been renovated, and
has been used as a classroom and vehicle repair shop. As shown on historical drawings from
1988, (Appendix E, Figure M119-4) there are a number of fuel oil tanks that are used for heating
this building.

Operations conducted in Building M119 includes:

° Parts Cleaning

. Classroom

. Vehicle Repair

. Gun Preservation

Previous Investigations

There are no known previous investigations that have been performed at this building.

2.5.1.3 Waste Characteristics

The following are known chemicals/compounds that were used or stored in Building M119
(Dolph, October 2001):

. Safety Kleen Solvent

o Waste Oil

. Vehicle Repair Related
o Gasoline
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Potential chemicals/compounds that were used or stored at this building during the time that it
stored guns may be gun preservation materials. Vehicle repair related materials may include:
paint and paint thinners, parts cleaning wastes (solvents and parts washers), automotive batteries,
automotive oils, and shop cleaning wastes (floor cleaning wastes, absorbents used for spills or

leaks and shop rags).

2.5.1.4 Waste Quantity

Known disposal practices, with estimated waste quantities, are listed on Table 2-18. As shown,
the records indicated that in 1945 trash was collected Base wide (general refuse) daily and hauled
to incinerators or open burn dumps. Waste oils (including solvents) were sprayed on unimproved
roads on the Base, and the solvents used in Building M119 were disposed of via the Safety Kleen
Company. In addition, waste oils from both Buildings M119 and M120 were deposited into a
UST at an estimated rate of 2,045 gallons annually. The location and status of the waste oil UST
is uncertain, and this is probably not the same UST that was planned for removal as mentioned
earlier. The UST plans from 1991 specify that the tank being removed contained gasoline for the
vehicles in the area. Historical documentation dating back to August 1976 revealed that a spill
occurred while filling a UST at Building M119. Approximately 200 gallons of gasoline
overflowed during a fuel transfer operation. It was also reported that the spill was contained in a
nearby ditch and cleaned up by Base maintenance personnel by removing the contaminated soil
and subsequently back-filled and seeded. Refer to Appendix F.13 for the spill report from the

Base.

2.5.2 Building SM173

2.5.2.1 Site Description

Building SM173 was located west of Landing Road as shown on Figures 1-1 and 2-9. It was a
small shed with dimensions of 14 ft x 10 ft. This area currently houses a concrete wash rack that
is used to wash vehicles (Appendix B, Photos 54 and 55). Adjacent areas consist of pavement,

and grass.

Monitoring Wells

There are no known monitoring wells in close proximity to the area of former Building SM173.
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Aboveground and Underground Storage Tanks

There are no known ASTs or USTs in close proximity to former Building SM173.

2.5.2.2 Operational History

The following sections summarize the operational history of former Building SM173 as

summarized on Table 2-19.
Former structure SM173 was constructed in 1962 by Base personnel to house a Steam Generator,
also known as a Steam Jenny. Steam Jennys were used to assist with washing vehicles

throughout the Base.

Previous Investigations

No known investigations have been performed for former structure SM173. However, the
SWMU program is currently investigating the wash rack and oil/water separator in this location.

Findings from the SWMU investigation are presented in Appendix H, SM173.

2.5.2.3 Waste Characteristics

No known chemicals/compounds were found during the Environmental Literature Review.
However, it is suspected that power source for the Steam Jenny was either gas or diesel engine
driven with propane or diesel heat. There may have been contamination due to the gas or diesel
fuel used to power the Steam Jenny. Contamination may also result from the wastewater from

the vehicles that were washed in this area.

2.5.2.4 Waste Quantity

No records were found during the Environmental Literature Review to document wastes or
disposal practices at Building SM173. It is uncertain how the vehicle washing related wastes,
were used and disposed of at this structure. It is assumed that the wastewater from the vehicles

ran off through the existing wash rack and oil/water separator in this area.
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. TABLE 2-1
~

BUILDING HP902
HISTORY OF USE
PRELIMINARY ASSESSMENT SITES, CTO-0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date Usage
1948 Building Constructed
1948 Ordnance Warehouse Number 3
1950 - 51 Small Arms (Parkerizing) Shop
1962 Administration Building/Small Arms Shop/General Warehouse
1963 Construction Engineer Shop
1967 - c1990 Construction Equipment Maintenance Shop/Weapons Maintenance Shop
January 31, 1985 Plans were drawn to install an Armory in Building 902
1986 Maintenance Facility/ Armory
Qctober 16, 2001 Construction/Weight Handling Equipment Shop

Notes:
Parkerizing = Is the process by which guns are coated for protection.

Source:

Dolph, Jim. October 200f. Draft Twenty Potential Sites Environmental Literature Search, Marine
Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division
. Naval Facilities Enginecring Command, Norfolk Virginia.




TABLE 2-2

BUILDING HP9(2
KNOWN DISPOSAL PRACTICES
PRELIMINARY ASSESSMENT SITES, CTOQ-0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date Description
1971 - 1972 ‘Waste oil (including solvents) was reportedly sprayed on unimproved roads on the Base with an 800-
) Gallon Distributor Truck.
1983 Wastewater from vehicle washing discharged onto ground
1989 Waste oil was deposited into an AST, estimated 3100 gallons (mixed with water) generated annually
1989 Paint thinner, disposed of through Defense Reutilization and Marketing Office, estimated 2.5 - 5

gallons annually

1989 Mineral spirits, disposed of through Defense Reutilization and Marketing Office, estimated 2.5 - 5
gallons annually

1989 Solvents, disposed of through Safety Kleen and Defense Reutilization and Marketing Office

Source:

Dolph, Jim. October 2001. Draft Twenty Potential Sites Environmental Literature Search, Marine
Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division
Naval Facilities Engineering Command, Norfolk Virginia.




TABLE 2-3

BUILDING HP908
HISTORY OF USE
PRELIMINARY ASSESSMENT SITES, CT0O-0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date Usage
1948 Building Constructed
1948 Electronic Equipment Storage Building
1949 MCSD Electronics Supply Division Storage

1952 — 1963 Central Paint Shop

1963-1965 Tank — Automotive Maintenance Shop / Central Paint Shop

1970 Combat Vehicle Maintenance Facility
2001 Automotive/Vehicle Shop

Source:

Dolph, Jim. October 2001. Draft Twenty Potential Sites Environmental Literature Search, Marine
Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division
Naval Facilities Engineering Command, Norfolk Virginia.




TABLE 2-4

BUILDING HP908
KNOWN DISPOSAL PRACTICES
PRELIMINARY ASSESSMENT SITES, CTO-0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date Description

1976 A Miscellaneous Point Source Survey stated that all wastes were collected from the paint shops,
{(paint, contaminated wastewater and solvents), and disposed of in the Base Chemical Landfill.

1982 g ginning in 1964 some paint was burned at the Hadnot Point Burn Dump (WAR, April 1993).
Generated 78 gallons of waste dope and lacquer thinner annually — Disposed of through the

1989
DRMO.

1989 Generated 40 gallons of Mineral Sprits contaminated with waste paint annnally - Disposed of
through the DRMO.

Source:

Dolph, Jim. October 2001, Draft Twenty Potential Sites Environmental Literature Search, Marine
Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division

Naval Facilities Engineering Command, Norfolk Virginia.




TABLE 2-5

BUILDING HP1120
HISTORY OF USE
PRELIMINARY ASSESSMENT SITES, CTO-(0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date Usage
1956-1976 Automobile Hobby Shop
1976 Hobby Shop Paint Shop
1976 — 1996 Automobile Hobby Shop

Source:

Dolph, Jim. October 2001. Draft Twenty Potential Sites Environmental Literature Search, Marine
Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division
Naval Facilities Engineering Command, Norfolk Virginia.




TABLE 2-6

BUILDING HP1120
KNOWN DISPOSAL PRACTICES
PRELIMINARY ASSESSMENT SITES, CT0-0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date ' Description

‘Waste oil (including solvents) was reportedly sprayed on unimproved roads on the base with an

1971 - 1972 1800, Gallon Distributor Truck.
1972 Waste oil was deposited into a 1000 gallon AST that was pumped out by Base Maintenance.
Source:

Dolph, Jim. QOctober 2001. Draft Twenty Potential Sites Environmental Literature Search, Marine
Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division

Naval Facilities Engineering Command, Norfolk Virginia.
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TABLE 2-7

BUILDING HP1124
HISTORY OF USE
PRELIMINARY ASSESSMENT SITES, CTO-0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date Usage
1970 Building Constructed

1970-1997 Automnobile Repair Shop (Open Shed Building)
2001 Exchange Service Station

Source:

Dolph, Jim. October 2001. Draft Twenty Potential Sites Environmental Literature Search, Marine
Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division

Naval Facilities Engineering Command, Norfolk Virginia.




TABLE 2-8

o BUILDING HP1124
KNOWN DISPOSAL PRACTICES
PRELIMINARY ASSESMENT SITES, CT0O-0190
MCB CAMP LEJEUNE, NORTH CAROLINA
Date Description
1996 Waste oil and antifreeze disposed of in a 500 gallon AST
Source:
Baker. November 2001. Revised Final Phase I, SWMU Confirmatory Sampling Report, Marine Corps Base,
Camp Lejeune, North Carolina. Prepared for the Department of the Navy, Naval Facilities Engineering
Command Atlantic Division, Norfolk Virginia.
N
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TABLE 2-9

BUILDING HP1409
HISTORY OF USE
PRELIMINARY ASSESSMENT SITES, CT0-0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date Usage
1944 Storage Building

1945 - 1949 Upholstery and Carpentry Shop
1959 Decontamination Building / Storage

1965-1970 Public Works Maintenance Storage

1971 Applied Instruction Building
1972 Training Support Center
1976 Administrative
1982 Administrative / Furniture Repair Shop

1997 — 2001 Boat Shop

Source:

Dolph, Jim. October 2001. Draft Twenty Potential Sites Environmental Literature Search, Marine
Corps Base, Camp L ejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division
Naval Facilities Engineering Command, Norfolk Virginia.




TABLE 2-10

BUILDING HP1409
KNOWN DISPOSAL PRACTICES
PRELIMINARY ASSESSMENT SITES, CTO-0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Year Description ,
1945 Trash was collected Base wide (general refuse) daily and hauled to the incinerators or open
burning dumps.
1982 Paint stripper from the Furniture Repair Shop was disposed of in the Fly Ash Dump
Source:

Dolph, Jim. October 2001. Draft Twenty Potential Sites Environmental Literature Search, Marine
Corps Base, Camp Lejeune, North Carclina. Prepared for the Department of the Navy Atlantic Division

Naval Facilities Engineering Command, Norfolk Virginia.

Water and Air Research (WAR). April, 1983. Initial Assessment Study of Marine Corps Base Camp
Lejeune, North Carolina. Marine Corps Base, North Carolina. Prepared for the Naval Energy and
Environmental Support Activity.




TABLE 2-11

FORMER BUILDING HP1512
HISTORY OF USE
PRELIMINARY ASSESSMENT SITES, CT0-6190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date

Usage

Unknown

Most likely an automotive support structure

Source:

Dolph, Jim. October 2001. Draft Twenty Potential Sites Environmental Literature Search, Marine
Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division

Naval Facilities Engineering Command, Norfolk Virginia.




TABLE 2-12

BUILDING TC830

HISTORY OF USE
PRELIMINARY ASSESSMENT SITES, CT0-0190
MCB CAMP LEJEUNE, NORTH CAROLINA .

Date Usage
1943 Building Constructed
1943-1949 Storehouse
1965-1974 Academic Instruction Building
1975 Open Storage
1980 - 2000 Laundry / Exchange Dry Cleaning Plant
2001 Storage

Source:

Dolph, Jim. October 2001. Draft Twenty Potential Sites Environmental Literature Search, Marine
Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division
Naval Facilities Engineering Command, Norfolk Virginia.




TABLE 2-13

BUILDING TC830
KNOWN DISPOSAL PRACTICES
PRELIMINARY ASSESSMENT SITES, CTO-0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date Description

Trash was collected Base wide (general refuse) daily and hauled to the incinerators or open

1945 burning dumps.

Source:

Dolph, Jim. October 2001. Draft Twenty Potentia] Sites Environmental Literature Search, Marine
Corps Base, Camp I ejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division
Naval Facilities Engineering Command, Norfolk Virginia.




TABLE 2-14

BUILDING SAS113
HISTORY OF USE
PRELIMINARY ASSESSMENT SITES, CTO-0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date Usage
1986 Building Constructed
1986 — 2001 Automobile Hobby Shop

Source:
Dolph, Jim. October 2001. Draft Twenty Potential Sites Environmental Literature Search, Marine

Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division
Naval Facilities Engineering Command, Norfolk Virginia.




= TABLE 2-15

BUILDING AS116
HISTORY OF USE
PRELIMINARY ASSESSMENT SITES, CTO-0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date Usage
1954 Constructed
1954 - 1979 Combat Vehicle Maintenance Shop
1979-1981 Hazardous/Flammable Storehouse
1983-1987 Automobile Hobby Shop
1993- Automobile Hobby Shop / Paint Shop
2001 Auto Hobby / Paint Shop

Source:

Dolph, Jim. October 2001. Draft Twenty Potential Sites Environmental Literature Search, Marine
Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division

Naval Facilities Engineering Command, Norfolk Virginia.




TABLE 2-16

BUILDING AS119
HISTORY OF USE
PRELIMINARY ASSESSMENT SITES, CT0-0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date Usage
1963 Building Constructed

1963 — 1985 Automotive Vehicle Maintenance Facility
2000 Automotive Maintenance Facility

Source:
Dolph, Jim. October 2001. Draft Twenty Potential Sites Environmental Titerature Search, Marine

Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division
Naval Facilities Engineering Command, Norfolk Virginia.




TABLE 2-17

BUILDING M119
HISTORY OF USE
PRELIMINARY ASSESSMENT SITES, CTO-0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date Usage
1943 Building Constructed
1943 Gun Shed
1945 Garage
1951-1976 School / Applied Instruction Building
1988 Vehicle Maintenance Shop
1991 Driving School
2001 Automotive Vehicle Maintenance Shop

Source:

Dolph, Jim. October 2001. Draft Twenty Potential Sites Environmenta] Literature Search, Marine
Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division
Naval Facilities Engineering Command, Norfolk Virginia.




TABLE 2-18

BUILDING M119
KNOWN DISPOSAL PRACTICES
PRELIMINARY ASSESSMENT SITES, CTO-0190
MCB CAMP LEJEUNE, NORTH CAROLINA

Date Description
1945 Trash was collected base wide (general refuse) daily and hauled to the incinerators or open
burning dumps.
1971 - 1972 Waste oil (including solvents) was sprayed on unimproved roads on the base with an $00-Gallon
Distributor Truck.
A gasoline spill occurred during a fuel transfer of an UST at Building M119. Approximately
1976 200 gallons of gasoline overflowed into a nearby ditch where it was then cleaned up by Base
Maintenance.
1589 Solvent disposed of via Safety Kleen Company
1989 Waste oil from Buildings M119 and M120 was deposited in an underground storage tank,
estimated 2045 gallons annually.
Source:
Dolph, Jim. October 2001. Draft Twen tentia] Sites Environmental Literature Search, Marine

Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division

Naval Facilities Engineering Command, Norfolk Virginia.




TABLE 2-19

BUILDING SM173
HISTORY OF USE
PRELIMINARY ASSESSMENT SITES, CTO-01%0
MCB CAMP LEJEUNE, NORTH CAROLINA

Date Usage
1962 Building Constructed
1962 Used to House a Steam Generator

Source:

Dolph, Jim. October 2001. Draft Twenty Potential Sites Environmental Literature Search, Marine
Corps Base, Camp Lejeune, North Carolina. Prepared for the Department of the Navy Atlantic Division
Naval Facilities Engineering Command, Norfolk Virginia.
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FIGURE 2-3
HISTORICAL AERIAL PHOTO 1956
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FIGURE 2-4
HISTORICAL AERIAL PHOTO 1964
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FIGURE 2-5
HISTORICAL AERIAL PHOTO 1984
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FIGURE 2-6
HISTORICAL AERIAL PHOTO 1996
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3.0 PATHWAY AND ENVIRONMENTAL HAZARD ASSESSMENT

This section provides the potential impact of each site, if any, on the surrounding human
population and nearby environment. Four pathways were assessed; groundwater, surface water,

soil, and air. The qualitative evaluation of the pathways addresses:

. The groundwater pathway evaluates the migration of hazardous substances to, and
within, an aquifer and evaluates the potential impacts to drinking water supplies. The
CERCLA recommended target distance limit for the groundwater pathway is a 4 - mile

radius around the site, however, for this PA/SI Report a 2- mile radius was evaluated.

. The surface water pathway focuses on the migration of hazardous substances to surface
water bodies. It assesses the potential impacts to drinking water supplies, the human food
chain, and sensitive environments. The CERCLA recommended target distance limit for
the surface water pathway is 15 miles downstream from the probable point of entry to
surface water, however, for this PA/SI Report a 5-mile downstream probable point of

entry was evaluated.

. The soil exposure pathway evaluates the potential threat to people on or near the site who
may come into contact with exposed wastes or areas of suspected contamination. This
includes both soil ingestion and dermal exposure. The target distance limit for the soil
exposure varies between resident population impact and nearby population impact. The
target distance limit for the resident population impact is 200 feet, where the target

distance limit for the nearby population impact is one mile.

. The air pathway assesses the migration of hazardous substances, in gaseous or particulate
form, through air. The primary impacts are to people and sensitive environments. The
CERCLA recommended target distance limit for the air pathway is the same 4 - mile
radius around the site as the groundwater pathway, however for this PA/SI Report a 1 -

mile radius was evaluated.
Ultimately, the CERCLA PA process is designed to differentiate the sites that pose little or no

potential impact to human health and the environmental receptors from sites that warrant further

investigation.
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The following subsections describe the present regional and local climate, topography, soil
associations, surface hydrology and drainage, water supplies, geology, hydrogeology, natural
resources and ecological features for MCB Camp Lejeune. These environmental characteristics
will provide pertinent background information for qualitatively evaluating the sites. Discussions
for each pathway are general unless site-specific information is available. The tables and figures

for Section 3.0 are presented at the end of the section.

3.1 Regional Environmental Setting

This section presents a discussion of the physical characteristics of MCB Camp Lejeune. The
discussion details the topography and surface features, hydrology, geology, hydrogeology, land
usage, climatology, water supply, ecology, wetlands, and threatened and endangered species.

This information was obtained from the available literature about MCB Camp Lejeune.

3.1.1 Climatology

Although coastal North Carolina lacks distinct wet and dry seasons, there is some seasonal
variation in average precipitation. July receives the most precipitation and rainfall amounts
during summer are generally the greatest. Daily showers during the summer are common, and so
are periods of one or two weeks without rain. Convective showers and thunderstorms also
contribute to the variability of precipitation during the summer months. October receives the least
amount of precipitation, on average. Throughout the winter and spring months precipitation
occurs primarily as migratory low pressure storms. MCB Camp Lejeune’s average yearly rainfall
is approximately 52 inches. Table 3-1 presents a climatic summary of data collected during 35

years (January 1955 to December 1990) of observations at MCAS New River.

MCB Camp Lejeune experiences hot and humid summers, however, ocean breezes frequently
produce cooling effects. The winter months are mild, with occasional brief cold spells. Average
daily temperatures range from 38°F to 58°F in January and 72°F to 86°F in July. The average

relative humidity, between 75 and 85 percent, does not vary greatly from season to season.

3-2



3.1.2 Topography and Surface Features

The generally flat topography of MCB Camp Lejeune is typical of the North Carolina Coastal
Plain. Elevations on the Base vary from sea level to 72 feet above mean sea level (msl); however,

the elevation of most of MCB Camp Lejeune is between 20 and 40 feet msl.

Drainage at Camp Lejeune is generally toward the New River, except in areas near the coast that
drain through the Intracoastal Waterway. In developed areas, natural drainage has been altered
by asphalt cover, storm sewers, and drainage ditches. Approximately 70 percent of Camp
Lejeune is in broad, flat interstream areas. Drainage is poor in these areas and the soils are often
wet (WAR, 1983). The U.S. Army, Corps of Engineers has mapped the limits of 100-year
floodplain at Camp Lejeune at 7.0 feet above msl in the upper reaches of the New River

increasing downstream to 11 feet above msl near the coastal area (WAR, 1983).

3.1.3 Surface Soil Associations

The soil survey report for MCB Camp Lejeune was prepared by the Soil Conservation Service
(SCS) in 1984. Since that time, an updated report for Onslow County was issued by the SCS

in 1992. Information provided in this section was obtained from these two reports.

Figure 3-1 shows the general soil associations in Onslow County, which includes MCB Camp
Lejeune. A soil association is a landscape that exhibits a distinctive pattern based on soils,
drainage and relief. These associations consist of one or more major soil types and at least one
minor soil type. The association is then named for the major soil(s). A soil type from one

association can exist in other associations, but commonly in a different pattern or percentage.

The two terms, loam and muck, are specifically used to describe soils. A loam is a soil that
contains less than 52 percent sand, 28 to 50 percent silt, and 7 to 27 percent clay. A muck is a

dark, finely layered, well decomposed soil that contains organic plant material.

Six soil associations occur at MCB Camp Lejeune. The Baymeade-Foreston-Stallings soil
association is the most widely distributed soil group at the Base. The other soil associations that
are present are the Leon-Murville-Kureb, Muckalee-Dorovan, Wando-Pactolus, Norfolk-
Goldsboro-Onslow and Bohicket-Newman. Two other soil associations occur in Onslow County

but, not present at MCB Camp Lejeune (Croatan and Rains-Woodington-Torhunta Associations);
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however, individual soil types from these last two associations are found at MCB Camp Lejeune.
Detailed information on the specific associations are provided in Appendix B of the Background
Study Report for Camp Lejeune (Baker, April 2001).

3.1.4 Subsurface Geology

MCB Camp Lejeune is within the Tidewater region of the Atlantic Coastal Plain physiographic
province. The sediments of the Atlantic Coastal Plain consist mostly of interbedded sands, silts,
clays, calcareous clays, shell beds, sandstone and limestone. These sediments are layered in
interfingering beds and lenses that gently dip and thicken to the southeast to a combined thickness
of approximately 1,500 feet. They were deposited in marine or near-shore environments and
range in age from early Cretaceous to Quaternary time. Regionally, the sediments comprise 10
aquifers and nine confining units that overlie igheous and metamorphic basement rocks of the

pre-Cretaceous age.

Seven of these aquifers and their associated confining units are present in the MCB Camp
Lejeune area (Cardinell, et al., 1993). Table 3-2 presents a generalized stratigraphic column for
Jones and Onslow Counties, North Carolina. Hydrogeologic section location plan and
hydrogeologic cross-sections of the MCB Camp Lejeune area are presented in the Hydrogeologic

Framework of U.S. Marine Corps Base at Camp Lejeune, North Carolina (Cardinell, et al, 1993).

The following paragraphs provide a description of the lithology of the surficial, Castle Hayne,

Beaufort, and Peedee aquifers as presented in Cardinell et al. 1993.

The surficial aquifer consists of interfingering beds of sand, clay, sandy clay, and silt of
Quarternary and Miocene age that contain some peat and shells. The sand beds that make up the
surficial aquifer are part of the Belgrade Formation (Table 3-2). The clay, sandy clay, and silt
beds observed within the surficial aquifer are thin and discontinuous, and have limited lateral
continuity. The general lithology of the surficial aquifer and the absence of any thick, continuous

clay beds are indications of good vertical conductivity within the aquifer.

The confining unit for the Castle Hayne aquifer is composed of clay, silt, and sandy clay beds.
These beds form a unit across the Base that may be represented by one or more geological units
such as the Quaternary or Miocene deposits at the bottom of the surficial aquifer, the uppermost
beds of the River Bend Formation or the uppermost beds of the Castle Hayne Formation. In

general, the Castle Hayne confining unit at MCB Camp Lejeune may be described as a group of
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less permeable beds at the top of the Castle Hayne aquifer that have been partly eroded. This
confining unit may only be partly effective in retarding the vertical movement of groundwater

between the surficial and Castle Hayne aquifers.

The Castle Hayne aquifer consists of soils from the Castle Hayne Formation of Eocene age and
some lower beds of the River Bend Formation of Oligocene age. This aquifer primarily consists
of sand, shell rock, and limestone beds. The upper part of the aquifer consists primarily of
calcareous sand with some continuous and discontinuous thin clay and silt beds (generally 10 to
15 feet thick). The calcareous sand becomes more limey with depth. The lower part of the
aquifer primarily consists of consolidated or poorly consolidated limestone and sandy limestone

interbedded with clay and sand.

The Beaufort confining unit overlies the Beaufort aquifer and consists of clay, silt, and sandy clay
or the uppermost sediments of the Beaufort Formation and the lowermost clay and silt beds of the
overlying Castle Hayne Formation. The general silty character of this confining unit is very
similar to the Castle Hayne confining unit. Although the deeper unit is slightly thicker and is not
known to be discontinuous, it also is likely to be only partly effective in retarding the vertical

exchange of groundwater between the Beaufort and Castle Hayne aquifers.

The Beaufort aquifer underlies the Beaufort confining unit and the Castle Hayne aquifer and is
composed of Paleocene aged soils. These deposits consist of fine to medium glauconitic sand,
clayey sand, and clay beds of marine origin, with a few thin (3 to 6 feet) shell and limestone beds.
As with other hydrogeologic units, the Beaufort aquifer is not necessarily restricted to a single
formation and may include permeable beds of older Cretaceous formations that are in hydraulic

connection with the aquifer.

The confining unit for the Peedee aquifer is composed of clay, silt, and sandy clay beds that form
the uppermost units of the Peedee Formation. In some places, the confining unit may also include

the lowermost beds of the Beaufort Formation.
The Peedee aquifer underlies the Peedee confining unit and the Beaufort aquifer. It is composed

primarily of sand of the Peedee Formation (Cretaceous age). A few thin beds of calcareous

sandstone, limestone, clay and silt are interlayered with the sand within the Peedee Formation.
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The Black Creek confining unit, which underlies the Pedee aquifer, is composed of clay, silty
clay and sandy-clay beds. The confining unit’s beds belong to the lowermost Pedee Formation
and uppermost Black Creek Formation.

The Black Creek aquifer, primarily composed of units from the Black Creek Formation, is formed
from thinly-laminated clays interlayered with sands, clean sands and clays and layers including
lignitized wood. This aquifer occurs throughout the MCB Camp Lejeune area, but contains

saltwater.

The Black Creek aquifer is underlain by the Upper Cape Fear confining unit and the Upper Cape
Fear aquifer. The Upper Cape Fear confining unit is composed of clay and silt beds with local
thin sand lenses from layers belonging to the lower Black Creek Formation and the Upper Cape
Fear Formation.

The Upper Cape Fear aquifer is present throughout the MCB Camp Lejeune area and also
contains saltwater. The Upper Cape Fear aquifer is composed of 3 to 5 foot layers of sand and
clay. The sands in the aquifer range from fine to course with some gravel.

Below the Upper Cape Fear lies the Lower Cape Fear confining unit and the Lower Cape Fear
aquifer. The Lower Cape Fear confining unit is beds of silt and clay from the Cape Fear
Formation. However, the Upper and Lower Cape Fear aquifers are defined by a difference in
head pressure and chloride content. The Lower Cape Fear confining unit may not completely
separate these two aquifers.

The lower Cape Fear aquifer contains saltwater and underlies the entire MCB Camp Lejeune
area. The sediments that form the lower Cape Fear aquifer are similar to those in the upper Cape
Fear but include thin limestone beds.

3.1.5 Hydrogeology

The following paragraphs discuss the hydrogeologic conditions at MCB Camp Lejeune. The
information presented within this section is from literature published by the United States
Geological Survey (USGS) (Harned, etal., 1989 and Cardinell, et al., 1993). Additionally,
information was collected from a technical memorandum prepared by Baker summarizing
groundwater data and aquifer characteristics for MCB Camp Lejeune (provided as Appendix J).
Table 3-3 provides a summary of estimated hydraulic properties for the Castle Hayne aquifer.
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USGS studies at MCB Camp Lejeune indicate that the area is underlain by sand and limestone
aquifers separated by confining units of silt and clay. These aquifers include the surficial (water
table), Castle Hayne, Beaufort, Peedee, Black Creek, and upper and lower Cape Fear. Less
permeable clay and silt beds function as confining units or semi-confining units that separate the

aquifers and impede the flow of groundwater between aquifers.

The surficial unit consists of interfingering beds of sand, clay, sandy clay and silt that contain
some peat and shells of Quaternary and Miocene age. These sediments commonly extend to
depths of 50 to 100 feet below ground surface (bgs). Thickness of the surficial aquifer in the
MCB Camp Lejeune area ranges from zero to 73 feet, and typically average 25 feet (Cardinell, et
al., 1993). The aquifer is generally thickest in the interstream divide areas and may be absent
where it is cut by the New River and its tributaries. The clay, sandy clay, and silt beds that occur
in the surficial aquifer are thin and discontinuous throughout. A semi-confining unit is found in

the surficial aquifer within some portions of MCB Camp Lejeune.

Recharge to the surficial aquifer is by rainfall. The aquifer receives more recharge in the winter
than in the summer when much of the water evaporates or is transpired by plants before it can
reach the water table. Most of the surficial groundwater is discharged to local streams, but some
water passes through the underlying semiconfining unit. Recharge for the surficial aquifer is
based on an average rainfall of 52 inches per year and an average recharge of 30 percent, or an
annual recharge of approximately 16 inches per year. The remaining 70 percent of the rainfall is
lost as surface runoff or evapotranspiration. Sixteen inches of recharge equates to 7,600,000
gallons per day (gpd) per square mile or approximately 114,000,000 gpd for all of MCB Camp
Lejeune (based on 150 square miles of recharge area). Water levels in the wells tapping the
surficial aquifer vary seasonally. The water table is generally highest in the winter and spring, and
lowest in the summer and early fall. The lateral hydraulic conductivity for the surficial aquifer
was estimated by the USGS at 50 feet per day (ft/day) based on a general soil composition of fine

sand mixed with some silt and clay (Cardinal, et al., 1993).

A study of data from aquifer tests (pump tests) done at MCB Camp Lejeune was conducted by
Baker in 1994 to evaluate aquifer characteristics and production capacities (Appendix J). The
information contained in this memorandum pertains primarily to the surficial aquifer. Based on
information available at the time the memorandum was written, the average pumping rates for the
surficial aquifer are from 0.5 to three gallons per minute (gpm); transmissivity ranges from 7.1 to

7,100 square feet per day (ft’/day); storativity ranged from 1.5 x 10° to 7.5 x 10% and hydraulic
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conductivity ranges from approximately 0.5 to 1.4 ft/day. These data indicate that the estimated
lateral hydraulic conductivity reported by USGS may be higher than actual conditions in the

vicinity of MCB Camp Lejeune.

Although the aquifer is classified as GA (i.e., existing or a potential source of drinking water
supply for humans), it is not used as a potable water source at MCB Camp Lejeune. The primary
reason for it’s non-use is because of its low yielding production rates which are typically less than

three gpm.

The principal water supply aquifer for MCB Camp Lejeune is the Castle Hayne aquifer. This
aquifer primarily resides within the River Bend Formation, which consists of sand, cemented
shells and limestone. Buried paleostream channels containing various deposits exist within the
aquifer. The top of the aquifer ranges from 10 feet above msl to 70 feet below msl and is irregular
over most of the northern portion of MCB Camp Lejeune. The aquifer is more regular in areas
southeast of the New River, where it slopes southeastward. The Castle Hayne thickens to the east,
from 160 feet in the Camp Geiger area to more than 400 feet at the eastern boundary of MCB

Camp Lejeune.

The vertical hydraulic conductivity of the Castle Hayne confining unit was estimated to range
from 0.0014 to 0.41 ft/d. These values are comparable to those determined for silts and clays;
therefore, this unit may only be partly effective at retarding the vertical movement of

groundwater between the surficial and Castle Hayne aquifers (Cardinell, et al., 1993).

Estimated transmissivity, hydraulic conductivity and storage coefficient values (unitless) for the
Castle Hayne aquifer range from 6,100 to 183,300 gpd/ft, 14 to 91 ft/d and 2 x 10™ to 1.9 x 107,
respectively. An aquifer pump test conducted by ESE (1990) in the HPIA, using an existing
water supply well (HP642), indicates an average transmissivity and storage coefficient of 9,600
gpd/ft and 8.8 x 10, respectively (ESE, 1990). Table 3-3 summarizes the previously stated

information.

Recharge of the Castle Hayne aquifer at MCB Camp Lejeune is primarily received from the
surficial aquifer. Natural discharge is to the New River and its major tributaries. The Castle
Hayne aquifer provides roughly seven million gallons of water to MCB Camp Lejeune.

Groundwater pumping has not significantly affected natural head gradients in the aquifer.



MCB Camp Lejeune lies in an area where the upper part of the Castle Hayne aquifer contains
freshwater. Saltwater is found in the bottom of the aquifer in the region and in the New River
estuary; both are of concern in managing water withdrawals from the aquifer. Over pumping the
deeper parts of the aquifer or in areas hydraulically connected to estuarine streams could cause
saltwater intrusions. The aquifer underlying most of the area contains water having less than 120

milligrams per liter (mg/L) of chloride.

3.1.6  Water Supply

Potable water for MCB Camp Lejeune is supplied entirely by groundwater. Groundwater usage
is roughly eight million gpd (Cardinell, et al., 1993). Groundwater is pumped from
approximately 79 water supply wells located within the boundaries of MCB Camp Lejeune
(Table 3-6). According to Base personnel, groundwater is treated at five plants located at Hadnot
Point, Holcomb Boulevard, MCAS New River, Courthouse Bay, and Onslow Beach having a
total capacity of 15.8 million gpd.

All of the water supply wells use the Castle Hayne aquifer. The Castle Hayne aquifer is a highly
permeable, semi-confined aquifer that can yield several hundred to 1,000 gpm in municipal and
industrial wells in the MCB Camp Lejeune area. The water supply wells at the Base average 162
feet in depth; eight inches in diameter (casing); and yield 174 gpm (Harned, et al., 1989). The
water is typically a hard, calcium bicarbonate type. Information concerning the supply wells was
gathered from the Wellhead Management Program Engineering Study 91-36 (Geophex, 1991),
the Preliminary Draft Report Wellhead Monitoring Study 92-34 (Greenhorne and
O'Mara, Inc., 1992), and interviews with Base personnel.

3.1.7 Surface Water Hydrology

The dominant surface water body at MCB Camp Lejeune is the New River which receives
drainage from most of the Base. The river is short, with a course of approximately 50 miles on the
central Coastal Plain of North Carolina. Over most of its course, the New River is confined to a
narrow channel entrenched in Eocene and Oligocene limestones. South of Jacksonville, the river
widens as it flows across less resistant sands, clays, and marls. At MCB Camp Lejeune, the New
River flows in a southerly direction into the Atlantic Ocean through the New River Inlet. Several
small coastal creeks that are not associated with the New River or its tributaries drain into the
area of MCB Camp Lejeune. The New River, the Intracoastal Waterway, and the Atlantic Ocean
converge at the New River Inlet (WAR, 1983).
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Classifications for surface waters in North Carolina have been published under Title 15 of the
North Carolina Administration Code. At MCB Camp Lejeune, the New River falls into three
classifications. The portion of the river that passes from the Seaboard Coast Line railroad trestle
(located south/southwest of where U.S. Route 17/North Carolina Route 24 crosses the New
River) to Montford Point is classified as SC NSW HQW. This classification is defined as salt
waters protected for secondary recreation, fishing, aquatic life including propagation and survival
(SC) that are nutrient sensitive (NSW) and of high quality (HQW). The portion of the river that
resides between Montford Point to a line extending across the river from Grey Point to a point of
land approximately 2,200 yards downstream of the mouth of Duck Creek is classified as Class SC
NSW. As previously described, these waters are similar to the waters upstream of Montford
Point, however they are not considered high quality waters. The remaining portion of the New
River is classified as estuarine water suited for commercial shell fishing and all other tidal

saltwater uses (SA).

3.1.8 Ecological Characteristics

The Natural Resources and Environmental Affairs (NREA) Division of MCB Camp Lejeune, the
U.S. Fish and Wildlife Service, and the North Carolina Wildlife Resource Commission have
entered into an agreement for the protection of endangered and threatened species that might
inhabit MCB Camp Lejeune. Habitats are maintained at MCB Camp Lejeune for the preservation
and protection of rare and endangered species through the Base's forest and wildlife management
programs. Full protection is provided to such species, and critical habitat is designated in
management plans to prevent or mitigate adverse effects of Base activities. Special emphasis is
placed on habitat and sightings of alligators, osprey, bald eagles, cougars, dusky seaside

sparrows, and red-cockaded woodpeckers (WAR, 1983).

Camp Lejeune covers approximately 236 square miles, 84 percent of which is forested (USMC,
1987). Approximately 45 percent of this is pine forest, 22 percent is mixed pine/hardwood forest,
and 17 percent is hardwood forest. Nine percent of the Base, a total of 3,587 acres, is wetland and
includes pure pond pine stands, mixed pond pine/hardwood stands, marshes, pocosins, and
wooded swamps. The Base also contains 80 miles of tidal streams, 21 miles of marine shoreling,
and 12 freshwater ponds. Over half of the 153,000 acres located within the boundaries of MCB
Camp Lejeune are under forestry management. Timber producing areas are under even-aged
management with the exception of those areas along streams and swamps. These areas are

managed to provide both wildlife habitat and erosion control. Forest management provides wood
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production, increased wildlife populations, enhancement of natural beauty, soil protection,

prevention of stream pollution, and protection of endangered species (WAR, 1983).

Because of the natural resources on the Base, forested areas are actively managed for timber.
Game species are also managed for hunting, and ponds are maintained for fishing. Game species
managed include wild turkey, white-tailed deer, black bear, grey and fox squirrels, bobwhite

quail, eastern cottontail and marsh rabbits, raccoons, and wood ducks.

Agquatic ecosystems on MCB Camp Lejeune consist of small lakes, the New River estuary,
numerous tributaries, creeks, and part of the Intracoastal Waterway. A wide variety of freshwater
and saltwater fish species exist there. Freshwater ponds are under management to produce
optimum yields and ensure continued harvest of desirable fish species (WAR, 1983). Freshwater
fish in the streams and ponds include largemouth bass, redbreast sunfish, bluegill, chain pickerel,
yellow perch, and catfish. Reptiles include alligators, turtles, and snakes (including venomous
species). Both recreational and commercial fishing are practiced in the waterways of the New
River and its tributaries (WAR, 1983).

Many natural communities are present in the coastal plain. Subcommunities and variations of
these major community types are also present and alterations of natural communities have
occurred in response to disturbance and intervention (i.e., forest cleared to become pasture). The

natural communities found in the Camp Lejeune area are summarized as follows:

. Loblolly Pine Forest - a dominant forest type at Camp Lejeune. Pine forest often has a
dense hardwood subcanopy and shrub understory because of clear-cutting and/or fire
suppression. Dense shading results in a sparse ground layer of vegetation with little

probability of rare species occurring (LeBlond et. al., 1994).

° Hardwood Forest - Found primarily in stream floodplains and on slopes and terraces next
to stream valleys and estuarine features. Stream floodplain communities include cypress -
gum swamp and coastal plain small stream swamp. Very few rare species are found in
hardwood forests, but the communities themselves can be quite rare (LeBlond
et. al., 1994).
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Loblolly Pine/Hardwoods Community - The predominant forest type at Camp Lejeune.
Second growth forest that includes loblolly pine with a mix of hardwoods - oak, hickory,
sweetgum, sour gum, red maple, and holly (oak is the predominant hardwood). These
forests have a low probability for rare species because of the lack of herbaceous

development and overall plant diversity (LeBlond et. al., 1994).

Longleaf Pine Forest and Longleaf Pine/Hardwood Forests - Contain critical, fire
maintained natural communities: Pine Savanna, Wet Pine Flatwoods, Mesic Pine
Flatwoods, Pine/Scrub Oak Sanhill, and Zeric Sanhill Scrub. Some longleaf pine forests
have developed in old fields and cut-over areas. The pine savannas and wet pine flatwood
communities are particularly important habitats for several rare species (LeBlond
et. al., 1994).

Maritime Forest - Develop on the lee side of stable sands and dunes protected from the
ocean. Live oak is an indicator species with pine, cedar, yaupon, holly, and laurel oak.

Deciduous hardwoods may be present where forest is mature (USMC, 1987).

Pond Pine Forest - These forests are primarily found in pocosins and are classified by
Schafale and Wealkey (1990) as the Pond Pine Woodland natural community. Red bay,
sweet bay, and loblolly bay are important components of this community. These forests
frequently produce areas of high plant diversity and support several rare species. The
Federal endangered loosestrife (Lysimachia asperulifolia) is found in this community
(LeBlond et. al., 1994).

Freshwater Marsh - Occurs upstream from tidal marshes and downstream from non-tidal
freshwater wetlands. Cattails, sedges, and rushes are present. On the coast of North

Carolina, swamps are more common than marshes (USMC, 1987).

Salt Marsh - These areas occur in saline tidal areas protected from tidal action by barrier
beach features. The barrier islands fronting the Atlantic Ocean support Brackish Marsh,
Upper Beach, Dune Grass, and Maritime Wet and Dry Grassland communities. Regularly
flooded, tidally influenced areas dominated by salt-tolerant grasses. Saltwater cordgrass
is a characteristic species. Tidal mud flats may be present during low tide. These dynamic

communities are critical to such Federal endangered species as the piping plover
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(Charadrius melodus) and the Federal threatened American loggerhead turtle (Caretta

caretta) and the green turtle (Chelonia mydas) (LeBlond et. al., 1994).

. Salt Shrub Thicket - High areas of salt marshes and beach areas behind dunes. Subjected

to salt spray and periodic saltwater flooding. Dominated by salt resistant shrubs.

. Dunes/Beaches - Zones from the ocean shore to the maritime forest. Subjected to sand,

salt, wind, and water.

° Ponds and Lakes - Low depressional areas where water table reaches the surface or where
ground is impermeable. In ponds rooted plants can grow across the bottom, Fish
populations managed in these ponds include redear, bluegill, largemouth bass, and
channel catfish (USMC, 1987).

° Open Water - Marine and estuarine water and all underlying bottoms below the intertidal

Zone.

3.1.9 Wetlands

The NC DENR's Division of Environmental Management (DEM) has developed guidance
concerning activities that may impact wetlands (NC DENR, 1992). In addition, certain activities
affecting wetlands also are regulated by the U.S. Army Corps of Engineers. The U.S. Fish and
Wildlife Service has prepared National Wetland Inventory (NWI) maps for the Camp Lejeune,
North Carolina area by stereoscopic analysis of high altitude aerial photographs (USDI, 1982).
Figures 3-5, 3-7, and 3-13 present the biohabitation map from the Site 78 RI (Baker, June 1994)
for the HPIA and the NWI map for the Air Station, and Montford Point areas, respectively.

Wetland ecosystems at MCB Camp Lejeune can be categorized into five habitat types: (1) pond
pine or pocosin; (2) sweet gum, water oak, cypress, and tupelo; (3) sweet bay, swamp black gum,
and red maple; (4) tidal marshes; and, (5) coastal beaches. Pocosins provide excellent habitat for
bear and deer because these areas are seldom disturbed by humans. The presence of pocosin-type
habitat at MCB Camp Lejeune is primarily responsible for the continued existence of black bear
in the area. Many of the pocosins are overgrown with brush and pine species that would not be
profitable to harvest (WAR, 1983).
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Sweet gum, water oak, cypress, and tupelo habitat is found in the rich, moist bottomlands along
streams and rivers. This habitat extends to the marine shorelines. Deer, bear, turkey, and

waterfowl are commonly found in this type of habitat (WAR, 1983).

Sweet bay, swamp black gum, and red maple habitat exist in the floodplain areas of MCB Camp
Lejeune. Fauna including waterfowl, mink, otter, raccoon, deer, bear, and gray squirrel frequent
this habitat (WAR, 1983).

The tidal marsh at the mouth of the New River is one of the few remaining North Carolina coastal
areas relatively free from filling or other manmade changes. This habitat, which consists of
marsh and aquatic plants such as algae, cattails, saltgrass, cordgrass, bulrush, and spikerush,
provides wildlife with food and cover. Migratory waterfowl, alligators, raccoons, and river otter
exist in this habitat (WAR, 1983).

Coastal beaches along the Intracoastal Waterway and along the outer banks of MCB Camp
Lejeune are used for recreation and to house a small military command unit. Basic assault
training maneuvers are also conducted along these beaches. Training regulations presently
restrict activities that would impact ecologically sensitive coastal barrier dunes. The coastal
beaches provides habitat for many shorebirds (WAR, 1983).

3.1.10 Threatened and Endangered Species

Certain species have been granted protection by the U.S. Fish and Wildlife Services under the
Federal Endangered Species Act (16 United States Code (U.S.C.) 1531-1543), and/or by the
North Carolina Wildlife Resources Commission, under the North Carolina Endangered Species
Act (G.S. 113-331 to 113-337). The protected species fall into one of the following status
classifications: Federal or state endangered, threatened, or candidate species; state special
concern; state significantly rare; or state watch list. While only the Federal or state threatened or
endangered and state special concern species are protected from certain actions, the other

classified species have the potential for protection in the future.

Surveys have been conducted to identify threatened or endangered species at Camp Lejeune and
several programs are underway to manage and protect them. Table 3-4 lists protected species
present at the Base and their protected classifications. Of these species, the red-cockaded

woodpecker, American alligator, and sea turtle are covered by specific protection programs.
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The red-cockaded woodpecker is classified as state endangered. This species requires a specific
habitat in mature, living longleaf or loblolly pine trees. The birds exist in family groups and
young are raised cooperatively. At Camp Lejeune, 2,512 acres of habitat have been identified and
marked for protection. Research on the bird at Camp Lejeune began in 1985 and information has
been collected to determine home ranges, population size and composition, reproductive success,

and habitat use. An annual roost survey is conducted and 36 colonies of birds have been located.

The American alligator is considered threatened in the northernmost part of its range, which
includes North Carolina. The alligator is found in freshwater, estuarine, and saltwater wetlands in
Camp Lejeune. Base wetlands are maintained and protected for the alligator. Signs have been
erected where alligators are known to live. Annual surveys of Wallace, Southwest, French, Duck,
Mill, and Stone Creeks have been conducted since 1977 to identify alligators and their habitats on
Base.

Two protected sea turtles, the Atlantic loggerhead and Atlantic green turtle, nest on Onslow
Beach at Camp Lejeune and are both classified as threatened species. The green turtle was found
nesting in 1980; the sighting was the first time the species was observed nesting north of Georgia.
The turtle returned to nest in 1985. Turtle nests on the beach are surveyed and protected, turtles
are tagged, and annual turtle status reports are issued.

Four bird species (black skimmer, piping plover, Bachman's sparrow, and peregrine falcon) have
also been identified during surveys at Camp Lejeune. The piping plover and peregrine falcon are
classified as threatened species. The black skimmer and Bachman's sparrow are classified as
special concern (state). The black skimmer and piping plover are sea and shore birds respectively.
Skimmers nest on low sandy islands and sand bars along the coast and piping plovers prefer
beaches with broad open sandy flats above the high tide line. Skimmers feed above open water
and piping plovers feed along the edge of incoming waves. Like the black skimmer and piping
plover, Bachman's sparrows are very specific in their habitat requirements. They live in open
stretches of pines with grasses and scattered shrubs for ground cover. Bachman's sparrows were

observed at numerous locations throughout the southern portion of Camp Lejeune.

In addition to the protected species that breed or forage at Camp Lejeune, several protected
whales migrate through the coastal waters off the base during the spring and fall. These include
the Atlantic right whale, finback whale, sea whale, and sperm whale. Before artillery or bombing
practice is conducted in the area, aerial surveys are made to assure that whales are not present in
the impact areas.
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A natural heritage resources survey was conducted at Camp Lejeune (LeBlond, 1991) to identify
threatened or endangered plants and areas of significant natural interest. From this survey, the
rough-leaf loosestrife was the only specie identified that is both Federal and state endangered.
Also, several state endangered/threatened and Federal and state candidate species were found on

the Base.

3.1.11 Population Distribution

Land Use Demographics

MCB Camp Lejeune presently covers approximately 236 square miles. The Base’s population of
active and retired military, dependants, and civilian employees is in excess of 142,000. This
includes a military population of approximately 40,000 and about 8,000 members of the
organized Marine Corps Reserve who train at Camp Lejeune each year. Additionally, the Base
employs 4,800 civilians in both appropriated and non-appropriated funded activities. Military
dependants living on and off Base number about 56,000 and there is an estimated 41,000 retired

military and their dependants living in the area.

The existing land use pattern for the various developed geographic areas within the MCB are
listed, per geographic area, on Table 3-5. In addition, the number of acres comprising each land
use category has been estimated and provided on the table. Site 16 and Buildings M119 and
SM172 are located in the northern region of MCB Camp Lejeune in Montford Point
(Camp Johnson).

3.2 Hadnot Point Industrial Area

This section describes the physical setting, topography, drainage characteristics, geology,
hydrogeology, and ecological features of Site 78. Information provided in this section is based on
previous investigations at Site 78, mainly the Site 78 RI (Baker, June 1994) and on the PA field

reconnaissance.
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3.2.1 Local Environmental Setting

3.2.1.1 Site Topography and Surface Features

OU No. 1 is dominantly a flat area with surface elevations between 5 and 30 ft above msl. As
depicted on Figure 3 - 2, the highest surface elevations within OU No. 1 are encountered near the
center of Site 78 (HPIA) where the elevation is approximately 30 ft above msl. Elevations drop
off sharply to near 5 ft above msl at the banks of Beaver Dam Creek (north of Site 78, and north
and west of Site 21), and the New River (southwest of Sites 24 and 78). The terrain in the area
indicates that drainage of OU No. 1 is toward Codgels Creek which drains into the New River
southwest of Site 24.

Overall, there are not any significant land surface features (e.g., valleys, ridges, etc.) at OU No. 1.
Most of the area is devoted to industrial activities and therefore is covered with numerous
buildings and other structures. Surface cover within OU No. 1 is predominately asphalt and
concrete with some grass and soil covered areas along the southern and northern boundaries. The
south-southeastern boundary of OU No. 1 is bordered by Codgels Creek, unnamed tributaries of

Codgels Creek, marsh areas, and woodlands (Figure 3-2).

3.2.1.2 Site Geology

Surficial Sediments

The surficial sediments of the Undifferentiated Formation consist of interfingering beds of sand,
clay, sandy clay and silt that contain some peat and shells of Quaternary and Miocene age. These
sediments commonly extend to depths of 30 to 80 feet below ground surface (bgs) within the
HPIA. Thickness of the surficial aquifer, which is within the Undifferentiated Formation, ranges
from about 10 to 70 feet and, typically averages 25 feet. The clay, sandy clay, and silt beds that
occur in the surficial aquifer are thin and discontinuous throughout. A semi-confining unit has
been reported underlying the surficial aquifer within some portions of the HPIA, mainly in the
north - northeastern areas (ESE, 1990). Other studies (Geophex, Law-Catlin) have reported an
absence of a continuous confining /semi-confining layer within the HPIA. For more detailed
information on the geology of the HPIA area (Site 78) refer to Section 3.0 of the OU No. 1 RI
Report (Baker, June 1994).
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3.2.1.3 Population Distribution

The existing land use pattern for the various developed geographic areas within the MCB are
listed, per geographic area, on Table 3-5. In addition, the number of acres comprising each land

use category has been estimated and provided on the table.

As shown in Table 3-5, Hadnot Point encompasses a total of 1,080 developed acres. The
majority of this land is used for industrial purposes such as maintenance and supply/storage.
Other major land uses include administration, troop housing, community development and
recreation. Less common uses of the land at Hadnot Point include operations,

training/instruction, medical, family housing, commercial development, and utilities.

3.2.2 Groundwater Migration Pathway

3.2.2.1 Site Hydrogeology

Surficial Aquifer

Recharge to the surficial aquifer is by rainfall. The aquifer receives more recharge in the winter
than in the summer when much of the water evaporates or is transpired by plants before it can
reach the water table. Most of the surficial groundwater is discharged to local streams, but some
water passes through the underlying semiconfining unit. Recharge for the surficial aquifer is
based on an average rainfall of 52 inches per year and an average recharge of 30 percent, or an
annual recharge of approximately 16 inches per year. The remaining 70 percent of the rainfall is
lost as surface runoff or evapotranspiration. Sixteen inches of recharge equates to 7,600,000 gpd
per square mile or approximately 114,000,000 gpd for all of MCB, Camp Lejeune (based
on 150 square miles of recharge area). Water levels in the wells tapping the surficial aquifer vary
seasonally. The water table is generally highest in the winter and spring, and lowest in the

summer and early fall.

Based on information available from UST and IR studies, transmissivity ranges from 3 to
525 gal/day/ft; storativity at 1.54 x 10°%; and hydraulic conductivity ranges from approximately
0.3 to 17 ft/day. The average pumping rates for the surficial aquifer based on the pump test data

are from 0.5 to three gpm.
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Although the aquifer is classified as GA (i.e., existing or a potential source of drinking water
supply for humans), it is not used as a potable water source at MCB, Camp Lejeune. The primary
reason for it’s non-use is because of its low yielding production rates which are typically less than

three gpm.

Castle Hayne

The principal water supply aquifer for MCB Camp Lejeune is the Castle Hayne aquifer. This
aquifer primarily resides within the River Bend Formation, which consists of sand, cemented
shells and limestone. The depth to the top of the aquifer ranges from 30 feet bgs to 80 feet bgs.
The depth variations are attributed to the interpreted occurrences of mound features within the
Castle Hayne, underlying collapse, and the top of the Castle Hayne Formation being an erosional
surface (Geophex, 2002). The thickness of the aquifer in the HPIA is more than 300 feet.

Estimated transmissivity, hydraulic conductivity and storage coefficient values (unitless) for the
Castle Hayne aquifer range from 6,100 to 183,300 gpd/ft, 14 to 91 ft/d and 2 x 10* to 1.9 x 107,
respectively. An aquifer pump test conducted by ESE (1990) in the HPIA, using an existing
water supply well (HP642), indicates an average transmissivity and storage coefficient of 9,600
gpd/ft and 8.8 x 10, respectively (ESE, 1990).

The vertical hydraulic conductivity of the Castle Hayne confining unit was estimated to range
from 0.0014 to 0.41 ft/d. These values are comparable to those determined for silts and clays;
therefore, this unit may only be partly effective at retarding the wvertical movement of

groundwater between the surficial and Castle Hayne aquifers (Cardinell, et al., 1993).

Recharge of the Castle Hayne aquifer at MCB Camp Lejeune is primarily received from the
surficial aquifer. Natural discharge is to the New River and its major tributaries. The Castle
Hayne aquifer provides roughly seven million gallons of water to MCB Camp Lejeune.

Groundwater pumping has not significantly affected natural head gradients in the aquifer.

For more detailed information on the hydrogeology of the HPIA area (Site 78) refer to
Section 3.0 of the OU No. 1 RI Report (Baker, June 1994).
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In general, the groundwater flow is from east to west across Site 78 as shown on Figure 3-3.
Static water elevations are taken regularly at Site 78 during the LTM program. For detailed
groundwater contours at this site refer to recent LTM Reports (Baker, 2001), the Draft NAE
Report for OU 1 (Baker, February 2002), or the Technology Evaluation for Site 78
(Baker, April 2002).

3.2.2.2 Potable Water Supply Inventory

Active potable water supply wells within a two-mile radius of the HPIA PA Sites are shown on

Figure 3-4. Table 3-6 provides detailed information for each of these wells.

The OU No. 1 ROD (Baker, September 1994) specified restrictions on use of specific water
supply wells in or near OU No. 1. The specific wells listed were HP-601, 602, 608, 630, 634, and
637. These wells were all inactive and/or permanently closed at the time the Final ROD was
signed. All wells have since been permanently abandoned according to North Carolina
Administrative Code Title 15A, Chapter 2C.0113 (Baker, June 2001). The ROD also specified

restrictions on the installation of new supply wells within the operable unit.

3.2.2.3 Present Groundwater Conditions and Usage

The LUCIP for OU No. 1 restricts groundwater usage, and any construction activities that may
contact groundwater within OU No. 1. The following section presents the aquifer use controls as
documented in the LUCIP for OU No. 1 (Baker, June 2001).

Except for monitoring purposes, all use of groundwater within a 1,000 ft buffer surrounding
known areas of groundwater contamination is prohibited. In addition, any activities, which may
impact the area of known groundwater contamination are prohibited unless specifically approved
by both NCDENR and USEPA. This includes installation and operation of water supply wells as
well as any dewatering activities that draw water from the contaminated groundwater plume, even
if they are located outside the 1,000 ft buffer. These controls are to remain in effect until it can be

demonstrated that groundwater contaminants no longer remain at the sites.

3-20



3.2.3 Surface Water Migration Pathway

When evaluating the surface water pathway during a CERCLA PA, the likelihood of release to
surface water, targets, and waste characteristics must be considered. Evaluating the likelihood of
release requires a hypothesis as to whether hazardous substances are likely to have migrated from
the sites to the surface water. When a direct release is not suspected, considerations addressing
regional and local setting, such as distance to surface water and the flood potential at the site,

must be evaluated.

3.2.3.1 Surface Water Hydrology

The majority of MCB Camp Lejeune is situated near sea level (i.e., estuarine conditions which
are tidally influenced). The New River is the dominant surface water feature and receives
drainage from most of OU No. 1. It flows in a southerly direction and empties into the Atlantic

Ocean through the New River Inlet.

Overall, there are three main surface water bodies within OU No. 1. These include: Beaver Dam
Creek, Codgels Creek (and unnamed tributaries), and the New River. The New River borders the
operable unit to the southwest, Codgels Creek flows along the southern boundary of Site 78
(northern boundary of Site 24), and Beaver Dam Creek lies north of Site 78 across Holcomb
Boulevard. All three of these surface water features are depicted on Figure 3-2. Note that
Codgels Creek has several unnamed tributaries located west from the main stream. According to
the NC DENR, Codgels Creek classifies as SC NSW and Beaver Dam Creek classifies as
SB NSW.

The 100-year flood plain elevation for this area of MCB Camp Lejeune is approximately 10 ft
above msl. OU No. 1 lies between elevations five and 30 ft above msl (Figure 3-2), therefore,
some portions (e.g., Site 24 near Codgels Creek) of the OU No. 1 are within the 100-year flood

plain.

3.2.3.2 Present Surface Water Conditions and Usage

Release of hazardous substances to surface water from past operations conducted at Hadnot Point
could impact drinking water supplies, human food chain organisms, and sensitive environments.

The evaluation of surface water pathway targets must, therefore, be included in the
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characterization of setting. Target evaluation focuses on three areas: intakes supplying drinking
water; fisheries; and surface water sensitive environments within a 5-mile downstream target

distance limit.

Drinking Water Supply Intakes

The New River and its tributaries make up the major surface water body system present at MCB
Camp Lejeune. As this system is tidally influenced, it is not considered as a viable source of
potable water. The drinking water supply is derived from groundwater production wells located
at various locations throughout the base. Additionally, the tributaries entering the New River are
gaining waterways that provide little or no recharge to the underlying aquifers. Therefore,

potential releases to surface water bodies at the base would not impact the target population.

Fisheries

Fisheries are contamination impact targets under the Human Food Chain Threat. Under
CERCLA, a fishery is any area of a surface water body in which food chain organisms are taken
or could be taken for human consumption on a subsistence, sporting, or commercial basis. This
definition includes any portion of a body of water that could provide at least one fish, shellfish,
crustacean, amphibian, or amphibious reptile for human consumption. The definition would not
apply if the water body was sterile or closed to fishing for reasons not associated with the site

(e.g., sewage contamination, red tide, contamination from other facilities).
The New River and its tributaries provide recreational fishing for residents and tourists of Onslow
County throughout the year. Therefore, it is conceivable that releases to this surface water system

could impact the existing fisheries and the target population.

Surface Water Sensitive Environments

Sensitive environments in the surface water pathway must lie in or adjacent to the 5-mile
downstream target area of the New River. The only sensitive environment that meets this

requirement is the presence of wetlands.
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Wetlands also are identified as sensitive environments under CERCLA guidelines. The
CERCLA definition of a wetland is an area that is sufficiently inundated or saturated by surface
or groundwater to support vegetation adapted for life in saturated soil conditions. Wetlands

generally include swamps, marshes, bogs, and similar areas.

Substantial areas of wetlands exist throughout the surface water system comprised of the New
River and its tributaries. Releases to this system could potentially impact these environmentally
sensitive areas. During the RI (Baker, June 1994) wetlands were identified for Site 78, as well as
a complete ecological screening of the area. Refer to Figure 3-5 for a biohabitation map of
Site 78 that includes wetland identification, as well as identification of wildlife areas, waterways,

forested areas, and industrial/commercial areas.

3.2.4 Soil Exposure Pathway

Currently, the LUCIP for OU No. 1 implements a Boundary of Land Use Controls that prohibits

land use for non-industrial purposes within the operable unit (Baker, June 2001).

The soil exposure pathway assesses the impact to human health and the environment by direct
exposure to hazardous substances and areas of suspected contamination. This pathway differs
from the other three migration pathways in that it accounts for contact with in-place hazardous
substances at the site, rather than migration of substances from the site. The PA evaluation takes
into account the likelihood of release, targets and waste characteristics for the soil exposure
pathway. The likelihood of release and the waste characteristics are analogous to the other
pathways; however, the targets are evaluated with regard to two different categories: resident
population and nearby population. The resident population category deals with human,
environmental, and resource targets located on or very near to the site. The nearby population
threat accounts for the likelihood of residents within the surrounding area coming into contact

with contamination which may be affiliated with the site.

Avreas of suspected contamination are defined by the presence of hazardous substances. Thus, in
general, most sources are considered areas of suspected contamination with potential impacts on
population. There are two exceptions where a known source of contamination is considered to

have no impact on population:
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. Sources with more than 2 feet of cover, and
° Sources with an impenetrable cover, regardless of thickness.

In the above two scenarios, a soil exposure pathway is considered to be absent. The majority of
the identified areas of concern at Hadnot Point are covered with an impenetrable surface (asphalt
and/or concrete) and therefore are exempt from the soil exposure pathway. Four buildings,
HP902, HP1120, HP1409 and the former location of HP1512, consist of small grassy areas and
some unpaved roads. Therefore, they do not meet the above conditions for exemptions. These
areas present the potential for inhalation, dermal contact and/or ingestion of contaminated site
surficial soils and therefore would be evaluated for the surface soil pathway. It should be noted
that if construction or any other activity involving the removal of the fill material at the other
identified areas of concern was to occur, the scenario would be altered and development of a soil

exposure pathway for those areas would also be required.

Another factor to consider is whether the soil in these areas of concern is typically agitated or
penetrated in any way (i.e. digging). Most buildings in Hadnot Point are currently used for
automotive/boat repair and heavy equipment storage. Agitation of the grass or soil covered areas
most likely occurs when transporting various vehicles, boats, and other heavy equipment on, off,
and around the site. This would increase the soil exposure pathway to those individuals (resident
population) who work or come into contact with these agitated, unpaved soils. There is no
significant threat to those individuals from the surrounding area (nearby population), as it is not
likely that they would come into contact with potential contamination at the site.

3.2.5  Air Migration Pathways

3.2.5.1 Local Setting

The PA evaluation of the air pathway requires consideration of the same three factor categories
identified in the previous pathway: waste characteristics, likelihood of release, and targets. The

principal threat under the air pathway is the threat of airborne releases of hazardous substances.

Evaluating the likelihood of release requires professional judgment, based on site and pathway
conditions, as to whether it is likely that release of a hazardous substance to the air, if it occurred,
could be detected. This differs somewhat from the release evaluation for the groundwater and
surface water migration pathways, where judgment is based on whether a release is likely to have
occurred.
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The targets evaluation is primarily concerned with identifying and evaluating the human
population within the 1-mile target distance limit around the site, and sensitive environments
within one-half mile. Because a release from the sites within Hadnot Point is not expected, the
targets (residential, student, and worker population) are identified as secondary targets: targets
that are less likely to be subjected to exposure from release of hazardous substances to the air. In
addition, the entire area of Hadnot Point is, and always has been, used strictly for industrial
purposes. There are no sensitive environments such as schools or day care centers in the near

vicinity. The air pathway is the only pathway that evaluates impacts on population in this PA.

Again, because the majority of identified areas of concern are under a cover of asphalt and/or
concrete, the likelihood for contamination to be detected in the air pathway is not probable.
However, there is no analytical data confirming or denying the release of contaminants,
especially from the locations containing grass or soil covered areas: HP902, HP1120, HP1409
and HP1512. Previous investigations around these buildings show detection of several
contaminants, most likely resulting from both past and present uses of the facilities, that present a
potential release through the air pathway. These are VOCs (including TCE and 1,2-DCE), and
SVOC'’s (including napthalene, phenanthrene, fluoroanthrene, pyrene and benzene), typically

found in high concentrations during previous soil gas sampling.

3.2.5.2 Present Air Conditions and Usage

Air gquality in the HPIA is impacted by both stationary and mobile sources. Industrial operations
in the vicinity that are potential pollution sources include petroleum and solvent storage facilities,
painting and auto repair facilities, and vapor stripping tower emissions from ongoing remedial
activities. Some of these potential sources are subject to emission controls but may generate

residential particulates or other air quality degradents.

3.3 Air Station

This section describes the physical setting, topography, drainage characteristics, geology,
hydrogeology, and ecological features of the Air Station area of the PA Sites. Information

provided in this section is based on previous investigations at the Air Station, mainly the Sites 75

and 76 Pre-RI (Baker, November 1988), and on the PA field reconnaissance.
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3.3.1 Local Environmental Setting

3.3.1.1 Site Topography and Surface Features

The site terrain is relatively flat and is covered by pavement and concrete. There are several
shallow drainage swales (one foot deep or less) that run north to south across the site. Surface
runoff from the sites not intercepted by a manmade structure may drain to Edwards Creek.
Previous investigations at nearby IR Sites 75 and 76 indicate that groundwater in this area
generally flows towards Edwards Creek. Topographic contour elevations are illustrated on
Figure 2-7 for the Air Station PA Sites. A recent aerial photo is illustrated on Figure 2-8 and
shows the land features of the PA Sites. As shown, the area surrounding the PA buildings is

paved and there are drainage ditches that surround the area.

3.3.1.2 Site Geology

Site specific geology in the area of Buildings TC830, SAS113, AS116, AS118 and AS119 is
unknown; however, information is available for nearby Sites 75 and 76, that are north of the PA
Sites. The following section describes the site geology at Sites 75 and 76 during the Pre-Rl
(Baker, November 1998).

Site 75 is underlain by soils that are predominately sands and silty sands beneath a foot of surface
top soil. From ground surface to a depth of three feet, the soil is a light brown silty sand with a
trace of gray clay. The material is loose to medium dense and ranges from moist to damp. At
approximately four feet bgs, the silt content decreases transitioning into a “cleaner” sand. The

sand’s color also changes as depth increases from a light brown to a dark gray.

Site 76 is underlain by layers of sand, silty sand, silty clay and clay, beneath a foot of organically
rich surface top soil. The sands are fine grained, light brown to dark gray in color and range from
loose to dense. Clay layers from two to five feet in thickness are interbedded throughout the sand
layers. This stiff clay is light brown to red in appearance and shown signs of orange mottling.
Fine silts are also common at the site and both the sands and clays that are encountered have

varying degrees of silt among them.
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3.3.1.3 Population Distribution

The existing land use pattern for the various developed geographic areas within the MCB are
listed, per geographic area, on Table 3-5. In addition, the number of acres comprising each land

use category has been estimated and provided on the table.

The Air Station area of concern is located entirely within the Camp Geiger portion of the Base.
As shown in Table 3-5, Camp Geiger encompasses 216 acres, the majority of which is used for
supply/storage and maintenance. Other major land uses include administration, troop housing,
and community development. Less common land uses include operations, training/instruction,

medical, family housing, commercial development, and utilities.

3.3.2 Groundwater Migration Pathway

3.3.2.1 Site Hydrogeology

Site specific hydrogeology in the area of Buildings TC830, SAS113, AS116, AS118 and AS119
is unknown; however, information is available for nearby Sites 75 and 76, that are north of the
PA Sites. The following section describes the site hydrogeology at Sites 75 and 76 during the
Pre-RI (Baker, November 1998).

Site 75

During the advancement of the borings, groundwater was encountered generally between 3.5 and
4.0 feet bgs at Site 75. This is approximately the same depth at which the silt content in the soil
begins to decrease. Because the study area is wide open and grass covered, the entire area is a

recharge zone characterized by moderate infiltration of precipitation.

Groundwater elevations were measured on February 26, 1996 from three existing monitoring
wells, 75-GWO01, 75-GW02, and 75-GWO03, and two newly installed monitoring wells, 75-GW04
and 75-GWO05 at Site 75. Figure 3-6 depicts a groundwater contour map of the surficial aquifer
for the site. The measurements were adjusted to mean sea level and are reported on Table 3-7.
Shallow groundwater flow is in the northeast direction with a change in elevation of over three
feet, from 12.20 feet msl in the southern most monitoring well to 8.86 feet msl in the northern

most monitoring well.
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Site 76

During the advancement of the borings, groundwater was encountered between 4.0 and 5.0 feet
bgs at Site 76. This is approximately the same depth where the clay layers (if encountered) show
the orange mottling. Because the study area is predominantly open and grass covered, the area is

a recharge zone characterized by moderate infiltration of precipitation.

Groundwater measurements were collected from the two existing monitoring wells, (76-GW01
and 76-GWO02), and the three new monitoring wells (76-GWO03, 76-GWO04, and 76-GW05)
installed during this investigation (Figure 3-6). The groundwater elevations, reported as
elevations to mean sea level, ranged from a high of 11.20 feet msl in 76-GW04 to a low of 5.96

feet msl in 76-GWO02. Table 3-8 is a summary of groundwater elevations at Site 76.

The groundwater flow direction in the surficial aquifer is to the southwest from northeast across
the site. The validity of this northeast flow is confirmed by the fact that Site 76 is immediately

adjacent to Site 75 which also has indicated a northeast groundwater flow direction.
The groundwater contours as illustrated on Figure 3-6 show that surficial groundwater flow in
this area of the Base is generally northeast toward Edwards Creek. It can be assumed that

groundwater flow in the area of the PA Sites is also north towards Edwards Creek.

3.3.2.2 Potable Water Supply Inventory

Active potable water supply wells are shown with a two mile radius on Figure 3-4. As shown
there are a number of active water supply wells within a one mile radius of the Air Station PA

Sites. Table 3-6 provides detailed information for each of these wells.

3.3.2.3 Present Groundwater Conditions and Usage

There are presently no groundwater usage restrictions near the Air Station PA Sites. Surficial

groundwater is not used as a potable water supply source at the Base.
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3.3.3 Surface Water Migration Pathway

When evaluating the surface water pathway during a CERCLA PA, the likelihood of release to
surface water, targets, and waste characteristics must be considered. Evaluating the likelihood of
release requires a hypothesis as to whether hazardous substances are likely to have migrated from
the sites to the surface water. When a direct release is not suspected, considerations addressing
regional and local setting, such as distance to surface water and the flood potential at the site,
must be evaluated.

3.3.3.1 Surface Water Hydrology

The majority of MCB Camp Lejeune is situated near sea level (i.e., estuarine conditions which
are tidally influenced). The New River is the dominant surface water feature and receives
drainage from most of the Air Station. The surface water generally flows in a southerly direction
and empties into the Atlantic Ocean through the New River Inlet (Figure 1-1).

Overall, there are two main surface water bodies (Edwards Creek and the New River into which it
flows) that could be impacted by releases from the four sites of concern. It should be noted that
there are IR Sites in this area of the Air Station that may potentially drain into Edwards Creek,
and include Sites 89, 75, 76, and 44 as shown on Figure 3-7. Edwards Creek flows in an easterly
direction across this portion of the Air Station, and eventually flows in the New River, as shown
in Figures 3-6 and 3-7. Stick Creek is located northeast of the Air Station PA Sites and also flows
into the New River. Drainage from the PA Sites may also flow into Stick Creek and eventually
the New River.

The 100-year flood plain elevation for this area of MCB Camp Lejeune is approximately 10 ft
above msl. Some portions of the Air Station are within the 100-year flood plain. The PA Sites

within the Air Station are also potentially susceptible to flooding.

3.3.3.2 Present Surface Water Conditions and Usage

Release of hazardous substances to surface water from past operations conducted at the Air
Station PA Sites could impact drinking water supplies, human food chain organisms, and
sensitive environments. The evaluation of surface water pathway targets must, therefore, be
included in the characterization of the setting. Target evaluation focuses on three areas: intakes
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supplying drinking water; fisheries; and surface water sensitive environments within a 5-mile
downstream target distance limit.

Drinking Water Supply Intakes

The New River and its tributaries make up the major surface water body system present at MCB
Camp Lejeune. As this system is tidally influenced, it is not considered as a viable source of
potable water. The drinking water supply is derived from groundwater production wells located
at various locations throughout the base. Additionally, the tributaries entering the New River are
gaining waterways that provide little or no recharge to the underlying aquifers. Therefore,

potential releases to surface water bodies at the base would not impact the target population.

Fisheries

Fisheries are contamination impact targets under the Human Food Chain Threat. Under
CERCLA, a fishery is any area of a surface water body in which food chain organisms are taken
or could be taken for human consumption on a subsistence, sporting, or commercial basis. This
definition includes any portion of a body of water that could provide at least one fish, shellfish,
crustacean, amphibian, or amphibious reptile for human consumption. The definition would not
apply if the water body was sterile or closed to fishing for reasons not associated with the site

(e.g., sewage contamination, red tide, contamination from other facilities).
The New River and its tributaries provide recreational fishing for residents and tourists of Onslow
County throughout the year. Therefore, it is con